DIGITAL 
RESEARCH” 


~CP/M-8000° © 


Operating System 


User's Guide © 


1038-2003-001 


COPYRIGHT 


Copyright © 1984 by Digital Research Inc. All rights reserved. No 
part of this publication may be reproduced, transmitted, 
transcribed, stored in a retrieval system, or translated into any 
language or computer language, in any form or by any means, 
electronic, mechanical, magnetic, optical, chemical, manual, of 
otherwise without the prior written permission of Digital Research 
Inc., Post Office Bax 579, Pacific Grove, California, 93950. 


DISCLAIMER 


Digital Research Inc. makes no representations or warranties with 

respect to the contents hereof and specifically disclaims any 

implied warranties of merchantability or ‘itness for any particulars 

purpose. Further, Digital Research Inc. reserves the right to 

revise this publication and to make changes from time to time in the 

content hereof without the obligation of Digital Research Inc. to 
tity any person of such revision or changes. 


NOTICE TO USER . 


Prom time to time changes are made in the Zile names and in the 
fites actually included with the distripution diax. This manual 
should not be construed as A representation or warranty that such 
fires or facilities exist on the distribution disk or as part of the 
materials and programs distributed. Most distribution disks include 
a "“READ.ME" file, which explains variations from the manual and 
which do constitute modification of the manual and the items 
included therewith. Be sure to read that file before using the 
soa ftware. 


TRADEMARKS 


c?/M and Digital Research and its logo are registered trademarks of 
Digital Research Inc. ASM, CP/M-8000, DDT, and TEX are trademarks 
of Digital Research Inc. Intel is a registered trademark of Intel 
Corporation. Olivetti is a registered trademark of Olivetti 
Carporation. Zilog is a registered trademark of Zilog, Inc. 28000 
13 a trademark of Zilog, Inc. 


The CP/M-8000 Operating Svstem User's Guide was prepared using the 


Digital Research TEX™ Text Formatter. and printed in the United 
States of America. 


TWMEKRTVTHELSEROSKRETETTETETAVVK Eee 


“ First Edition: May 1984 * 


i ee ne ee ee eee ee ek] 





Foreword 


. elcome to the world of microcomputers opened to you by your 
Zilog® 28000” microprocessor. Welcome also to the world of 
application software accessible through your Digital Research 
CP/M-S000™ operating system. Digital Research designed CP/M- 
8000 especially for the Zilog 23000 microprocessor which is the 
heart of your computer. > 


What CP/M-8000 Dees Fer You 


CP/M~8000 manages and supervises your computer's resources, 
including memory, console (scraen and keyboard), printer, and 
communications devices. It also manages information stored 
magnetically an. disks by grouping this information into 
programs or data files. CP/M-8000 can copy files froma disk 
te your computer's memory, OF to a peripheral device such as a 
printer. To perform these functions, CP/M-8000 places various 
programs into your computer's mesory and executes then 
| wgecerding to commands you enter at your console. 


- . Once in memory, a program ruma through a set of steps that 
instruct your computer to perform a certain task. You can use 
CP/M-8000 to create your own programs, or you can choose from 
the wide variety of CP/M<-8000 application programs that 
entertain, educate, and help solve your commercial and 
scientific problems. 


' What You Need te Rum CP/M-3006 om Your Computer 


The CP/M-8000 operating system runs on the Zilog 28000 
microprocessor. You need that sicroprocessor, a console device 

' {qanerally a kayboard and display device such as a CRT screen), 
and at least one floppy disk drive. To use all the 
capabilities of CP/M-8000, you should have at Least two disk 
drives. CP/M~8000 supports a hard disk subsystem, should a 
hard disk be part of your computer systen. 


CP/M-8000 and its utility programs are diatributed on 5 1/4- 
inch floppy disks. The system disk contains the operating 
system and the most commonly used utility programs. Utility 
programs, or utilities, are application programs supplied with 
an operating system that perform housekeeping tasks, such as 
copying files or showing you the amount of free space on a 
disk. 
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The remaining disks contain additional utilities, plus the 
Unidot C compiler, the C language library, files that can be 
used to build versions of CP/M-8000 adapted to a variety of 
hardware environments, and sample Basic Input/Output Systems 
(BIOS). 


CP /M-8000 Decumentution Set 


The CP/M-8000 documentation set includes three manuals: 


@ CP/M-8000 Operating Svatem User's Guide (cited as cp /mM-a8000 
User's Guide 


@ CP/M-8000 Onerating Svatem Programmer's Guide (eqited as CP/M- 


8000 Programmer ‘s Guide) 


e CP/M-8000 Operating Svstem Svstex Guide (cited as CP /M-8000. 
System Guide) 


The CP/M-8000 User's Guide introduces you to the CP/M-8000 
operating system and describes how to use it. The user's guide 
assumes that the version af CP/M-8000 on your distribution disk 
is ready to run on your computer. To use this manual, you must 
. be familiar with the parta of your computer, know how to set it 
up and turn it om, and how to handle, insert, and store disks. 
This guide does not, however, assume you have great deal of 
experience with camputers, — ot) . 


The CP/M~8000 Programmer's Guide presents information for 
application programmers who are creating or adapting programs 
to vun under CP/M-8000. The programmer's guide includes 
information on the CP/M-8000 assembler and debugger that 
experienced programmers can use to create new CP/M-8000 
programs. 


The CP/M~8000 Svstem Guide describes the procedures required to 
adapt CP/M-8000 for a variety of hardwere environments. 


How the User's Guide is Orgamized 


This guide begins with simple examples, proceeds with basic 
concepts, and then presents a detailed reference section on 
CP/M-8000's commands. The first four sections describe CP/M- 
8000 operation for the first-time user. 


Section 1 introduces CP/M~8000 and tells you how to start the 
operating system, enter commands, edit the command line, and 
create backup copies of your distribution disks. Section 2 

* @iscusses files, disks, and drives. Section 3 describes how to 
use CP/M~8000 to manage your printer and console. 
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Section 4 explains concepts that will help you to use CP/M-8000 
commands to your best advantage. If you are new to CP/M@, read 
the first four sections carefully. They give you a general 
understanding of how to use the operating systam before you 
proceed to the specific command descriptions. 


Section 5 provides detailed information on CP/M-98000's utility 

programs. It is arranged alphabetically for easy reference. 

Section 6 tells you how to use ZED, the CP/M-8000 file editor. 

brie ED, you can creata and edit program source, text, and data 
Las. 
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Appendix A lists the messages CP/M-8000 displays when it. 
encounters special conditions, and describes corrective actions 
where necessary. Appendix 5 lists the filetypes assceciated 
with CP/M=-8000. Appendix C lists and defines the CP/M-68000 
eontrol characters. Appendix D explains the operation of a 
machine-specific FORMAT utility. The Glossary provides a list 
of commonly used computer terms. 


‘Please note that boldface type following the computer prompt in 
command lines represents user input. 


IZ you are new to computers, you might find some of the topics 
a bit difficult to understand at first. Learning to use your 
computer ig a challenge, and we hope you'll find it fun. This 
Book soves step-by-step so that you can quickly proceed fro 
Apening your new system disk package to using CP/M-8000's 
powerful facilities. 
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Introduction to 
CP/M-8000 


This section tells you how to start CP/M-8000, how to enter and 
edit a command line, and how to make backup copies of your 
cP /M-8000 distribution disks. 


How te Start CP/M-S0608 


Starting or loading CP/M-8000 means causing your computer to 
read a copy of the operating system from your CP/M~8000 systen 
disk into its memory. This is called a boot or cold start. 

the boot process varies from computer to computer, you 
must follow the manufacturer's instructions for the computer 
you use. The next two paragraphs describe a typical. but not 
universal, booting process. 


Firat, turn your computer's power awitch to its “on” position. 
Next. insert your CP/M-8000 system diak into the computer's 
initial drive and close the drive door. The initial drive is 
alan the default drive, the drive CP/M-8000 goes to if no drive 
is specified. In this section, assume that the initial drive 
is Aanmd the disk is removable. Now press the RESET or RESTART 
button. This automatically loadsa CP/M-6000 into your 
computer's nemory. 


If you want to restart CP/M-8000 at some point after initially 
loading the systems, first nake sure your C¥/M-3000 system disk 
is in the initial drive and then press the RESET or RESTART 
button. This is called a system reset. It has the same effect 
as’ pressing RESET or RESTART when you first power up your 
computer. Performing a system reset erases any data previously 
leaded into your computer's memory. This means that any data 
met stored on a disk is lost. 


After CP/M-8000 is loaded into memory, the following message is 
displayed on your screen: 


cP/M=8000(tm) Version n.n 03/17/84 
Copyright(c) 1984 Digital Research Inc. 


The version number, represented above by n.n, teils you the 
version of CP/M~8000 that you own. After this display, the 
following two characters appear on your screen: 


A> 
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This is the CP/M-8000 system prompt. The system prompt tells 
you that CP/M-8000 is ready to read a command from your 
key board. In this example, the prompt also tells you that 
drive A is your default drive. This means that until you tell 
CP/M-8000 to do cotherwise, it looks for program and data files 
on the disk in drive A. - 


Command Line 


CP/M~8000 performs certain tasks according to specific commands 
that you type at your Keyboard. A CP/M=-8000 command line 
consists of a command Keyword, an optional command tail, anda 
RETURN keystroke. The command keyword identifies a command 
(program) to be executed. The command tail can contain extra 
information for the command, such as a filename or parameters. 
To end the command line, you must press the RETURN key. Note 
that the RETURN key can be marked ENTER, RETURN, CR. or 
something similar on your keyboard. In this guide, RETURN 
refers to the RETURN key. 7 


As you type characters at the Keyboard, they appear on your 
screen. The single-charactar position indicator, called the 
cursor, moves to the right as you type characters. If you make 
a typing mistake, press either the BACKSPACE key (if your 
keyboard has one) or CTRL-8 to move the cursor to the left and 
correct the error. CTRL is the abbreviation for the CONTROL 
key. To type a control character, hold down the CTRL key and 
press the required letter key. For example, to move the cursor 
to the left, hold down CTRL and press the H key. 


You can type the keyword and command tail in any combination of 
uppercase and lowercase letters. CP/M-8000 treats all letters 
in the command line as uppercase. 


Generally, you type a command Line directly after the system 
prompt. However, CF/M-8000 does allow spaces between the 
prompt and the comnand keyword. . 


Let's use the DIR command to demonstrate how CP/M-8000 reads 
command lines. The DIR command tells CP/M-8000 to display a 
directory containing the names of the disk files on your 
screen. Type DIR aftar the system prompt and press RETURN. 


A>DIR 


CP/M-8000 responds to this command by writing the names of 
those files that are stored in the default storage area. For 
example, if you have your CP/M~8000 system disk in the 
default drive A, these filenames, among others, appear on your 


screen: 
STAT Z8K 
PIP Z8K 
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CP/M-8000 takes the command exactly as you type it and canmpares 
your input to executable program files in the CP/M-8000 
directory. If the command matches a program file in the 
directory, CP/M-8000 executes that program. If the first word 
you type dows not match any file in the directory, CP/M-8000 
echoes this command and puts a question mark after it. For 
example, if you mistype the DIR command as DJR. you see the 
following: 


A>DIR . 
DIR? 


which tella you that CP/M-8000 cannot find that command. To 
correct simple typing errors, use the BACKSPACE key, or hold~ 
down the CTRL key and press © to move the cursor to the left. 
You cannot correct typing errors after you press the RETURN 
key. The command must then be typed correctly in its entirety. 
CP/M-G000 supports other control characters that help you edit 
command lines efficiently. Section 3 talls how to use control 
characters to edit command lines and other information you 
enter at your console. 


The DIR command accepts a filename as a command tail. You can 
uge DIR with a filename to see if a specific file is on the 
disk. For example, to check that the transient utility program 
COPY.Z8K is on your system disk, type 


A>DIR COPY. 28K 


CP/M~Z8K performs this task by displaying either the name of 
the file you apecitied or the sessage “No File.” 


Be sure to type ac least one space after DIR to separate the 
command keyword from the command tail. If you do not, CP/M~. 
8000 responds as shown. 


A> OTRCOPY. 23K 
DIRCOPY. Z8K? 


Why You Sheuld Back Up Your Files 


Fhuman Or computer errors sometimes destroy valuable programs or 
data files. By mistyping a command, for example, you can 
accidentally erase a program that you just created or a data 
file that has been months in the making. A similar disaster 
can result from an electronic component failure. . 


Data processing professionals avoid losing programs and data by 
mking copies of valuable files. Always make a working copy of 
any new program you purchase and save the original. If the 
program is accidentally erased from the working copy, you can 
easily restore it from the original. 
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It 1s also wise to make frequent copies of new programs or data 
files as you develop them. The frequency of making copies 
varies. As a general rule, make a copy at the point where it 
will take ten to twenty times longer to reenter the information 
than it will to make the copy. 


Hote: If you suspect a hardware problem has interfered with 
your copying, do not use your valuable backup disk to reatart 
or continue the copy process. Sardware problems have even 
greater potential for causing harm to your diaks than software 
problema do. If you need to locate a hardware problem, use 
noneritical diska. 


So far, we have not discussed any comaands that cnange 
information recorded on your CP/M-8000 system disk. Sefore we 
do, maxea a few working copies of your distribution disks. 


Hew te Make Cepies ef Your CP/M-8000 Disks 


To back up your CP/M-8000 disks, you need several floppy disks. 
The backup disks can be factory-fresh or used. You might want 
to format new disks or reformat used disks with the disk 
formatting program that accompanies your particular computer. 
If the disks are used, make sure that they do not contain any 
files that you want to save. 


If your computer's manufacturer has provided a special program 
to copy disks, you can use that program to make backups. 
Otherwise, you can use the COPY utility pregram that comes with 
CP/M-8000. COPY ia a track-by-track disk copying program that 
can copy the operating system loader and utility programs from 
your aystem diak. COPY creates an exact copy of your systes 
disk. Before you can use COPY however, you probably nave to 
format the disks that will become your backups. Formatting 
writes the proper density, sector siza, and number of tracks 
onto disks so that they can be used with CP/M-8000. See 
Appendix Db for a description of a machine=-specific PORMAT 
utility. 


To use the COPY utility, simply type COPY and press the RETURN 
key. You see the following measage: , 


COPY VER 1.1 
followed py a mode menu: 


MODE PUNCTION 

ALL Gepy the whole disk 

BOOT Copy the boot tracks only 
FILES Copy the files only 

END End the program 
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Select the “ALL” mode for backing up your CP/M-8000 
distribution disks by typing ALL and pressing RETURN. The 
following prompt appears on the sersen: 


Enter SOURCE drive: _ 


You gust now enter a drive letter from A to P and press RETURN. 
Because your CP/M-8000 system disk is in drive A, press A, and 
then pregs RETURN. The program then prompts you to 


Enter DESTINATION drive: _ 


Again, you must select a drive letter, and press RETURN. “Then 
the program gives you a chance to abort the process by: 
prompting: 


(*C to ABORT) 
RETURN to copy All from A to <destination> 


The programs gives you a chance to review what you selected 
before proceeding. If you stili want to proceed, presa the 
RETURN key. If not, hold down the control key while pressing C 
(* means “CTRL® in the example above) and the process is 
terminated. For an expanded treatment of COPY see Section 5. 


Ead of Section 1 


Section 2 





Files, Disks, and Drives 


‘CP/M-8000's most important task is to access and maintain files 
on your disks. With CP/M-8000 you can craate, read, write, 
copy, and erase disk files. This section tells you what a file 


is, how to create, name, and access a file, and how files. are _ 


stored on your disks. It also tells how to change disks and 
change the default drive. 


What is a File? 


A CP/M-8000 file is a collection of related information stored 
on adisk. Every file on a given disk aust have a unique nase 
because CP/M-3000 uses that name to access that file. A 
directory is also stored on each disk. The directory contains 
a list of the files stored on that disk and the locations of 
each file on the disk. | 


In general, there are two kinds of files: program (command) 
files and data files. A program file is an executable file, a 
series of instructions the computer can follow step by step. A 
data file is usually a collection of information: a list of 
names and addresses, the inventory of a store, the accounting 
records of a business, the text of a document. or similar 
related information. For example, your computer cannot execute 
names and addresses, but it can execute a program that prints 
Names and addresses on sailing labels. 


A data file can also contain the source code for a program. 
Generally, a program source file must be processed by an 
assembler or compiler before it becomes a program file. Ina 
most cases, an executing program processes a data file. 
However, there are tines when an executing program processes a 
program file. Yor example, the copy program, PIP, can copy one 
er more program files. 


Hew te Create Files 


Thexe are many ways to create a file. You can create a file by 
copying an existing file to a new location, perhaps renaming it 
in the process. With CP/M-8000, you can use the PIP command to 
copy and rename files. A second way of creating a file is to 
use a text editor. The CP/M-8000 text editor ED, described in 
Section 6, can create a file and assign it the name you 
specify. Finally, some programs such as ASM™ create output 
files as they process input files. 
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Naming Files 


CP/M-8000 identifies every file by its unique file 
specification. The simplest kind of file specification is a 
one~ to eight-character filename, such as: 


MYPILE 


Ai file gpecification can have upto three parts: a drive 
specifier, a filename, and a filetype. — 


The drive specifier is a single letter (A through P) followed 
by a colon. Each drive in your system is asgigned a letter. 
When you include a drive specifier asa part of the file 
specification, you are telling CP/M-8000 that the file is 
stored on the disk currently in that drive. For example, if 
you enter : 


S:MYPILE 
CP/M-8000 looks in drive 5 for the file MYPILE. 


The filename can be from one to eight characters. When you 
create a filename, try to let the name tall you something about 
what the file contains. For example, if you have a list of 
customer names for your Business, you could name the file 


CUSTOMER 


so that the name is eight or fewer characters, and gives you 
some idea of what is in the file. . “ 


As you begin to use your computer with CP/M-8000, you will find 
that files ‘fall naturally into categories. -To help you 
identify files belonging to the same category, CF/M-8000 allows 
you to add an optional one= to three-character extension, 
called a filetype, to the filename. When you add a filetype to 
the filename, you must separate the two with a delimiter, in 
this case a period. Try to use three letters that will tell 
you something about tha file's category. For example, you 
could add the filetype NAM to the file that contains a list of 
customer names as followa: 


CUSTOMER. NAM . 


When CP/M-8000 displays file specifications in response to a 
directory or DIR command, it adds blanks to short filenames so 
that you can compare filetypes quickly. Notice that the period 
delimiter does not appear on your screen. 


The program files that CP/M-8000 loads into memory from’a disk 
have different filetypes, but are in the category of 28000 and 
equivalent programs that run with CP/M-8000. The filetypes Z8K 
and REL identify this category of executable programs. 
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We recommend that you create file specifications from Eetters 
and numbers. Because they have special meanings for CP/mM-8000, 
you must not use the following characters in filenames or 
filetypes: ; 


<>m, 11 *2e/fJ 0). tr pen \ 


A complete file specification containing all possible elements 
consists of a drive specification, a primary filename, and a 
filetype, each separated from the others by its appropriate 
delimiters, as shown in the following example: 


A: COCOMENT . LAW 


Aecessing Files Using the Correct Drive 


When you type a file specification in a command tail without a 
drive specifier, the built-in or transient utility looks for 
the file in the default drive, the drive named by the system 
prompt. For example, if you type the command 


A>DIR COPY. 23K 


DIR looks in the directory of the disk in drive A for COPY. Z&K. 
If you have another drive, B for example, you need a way to 
tell CP/M-8000 to access the disk in drive B and not the disk 
in the default drive. For this reason, CP/M-d000 lets you 
precede a filename with a drive specifier. Por example, in 
response to the command 


APOIR BeMYPILE.LIB 


C#/M=-8000 Looks for the file MYFILE.LIB in the directory of the 
Qiak in drive 8. When you give a command to CP/M-8000, you 
should note which disk is in the default drive. Many 
application programs require that the data files they access be 
stored in the default drive. 


Yeu can also precede 4 program filename with a drive specifier, 
even if you uee the program filename as a command keyword. For 
example, if you type the following command: 


A? 83:27? 
CP/M-8000 looks in the directory of the disk in drive B for the 


file PIP.??77. If CP/M-8000 finds PIP on drive 8, it loads PIP 
into memory and executes it. 
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If you need to access many files on the same drive, you might 
find it convenient to change the default drive so that you do 
not need to enter a drive specifier repeatedly. To change the 
default drive, simply type the drive specifier (including the 
colon) next to the system promt and press RETURN. In 
response, CP/M=-8000 changes the system prompt to display the 
new default drive: 


A>Bz 
B> 


As you have seen, the drive specifier is an important part of 
the file specification. Moving a disk to a different drive 
changes the file specifications for the files on that disk. 
Please keep this in mind when moving your disks from one drive 
to another. 


Section 4 presents nore information on how CP/M-8000 locates 
Program and data files. 


Accessing Files Using the Correct User Number 


CP/M~8000 further identifies all files by assigning each file a 
user number fron 0 to 15 when the file is created. The user 
number for each file is recorded in the disk directory. User 
numbers allow you to separate your files into sixteen file 
groups. User numbers are particularly useful for “organizing 
hard disk space. 


When you use a CP/M=-8000 utility to create a file, the file is 
assigned to the current user number, unless you use PIP to copy 
the file to another user number. You can determine the current 
user number by looking at the system prompt. 


4A> User number 4, drive A 
A> User number 0, drive A 
28> User number 2, drive 3 


The uger number always precedes the drive identifier in the 
systam prompt. User 0, however, is the default user number and 
is not displayed in the prompt. 


You can use the built-in command USER to change the current 
user number. 


A°USER 3 
3A> 


Most commands can access oniy those files that have the current 
user number. For example, if the current user number is 7, a 
DIR command displays only the files in user 7. However, if an 
executable program file or a SUBMIT file resides in user 0, 
that file can be accessed from any user number. See Saction 5 
for more information on SUBMIT files. 
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Aecessing More than Ome File * 


Certain CP/M-8000 built-in and transient utilities can select 
and process several files when special wildcard charscters are 
included in the filename or filetype. A file specification 
containing wildcards can refer to more than one file because it 
gives CP/mM-8000 a pattern to match. CP/M-8000 searches the 
disk directory and selects any file whose filename or filetype 
matches the pattern. <u 


The two wildcard characters are ?, which matches any single 
letter in the same position and *, which matches any character 
at that position and any other characters remaining in the. 


filename or filetype. The following list presents the rules 
for using wildcards. 


@A ? matches any character in a name, including a space 
character. 

@ An * suat be the last. of only, character in the filename or 
filetype. CP/M-S8000 internally replaces an * with ? 
- Gharacters to the end of the filename or filetype. 


@ When the filename to match is shorter than eight characters, 
CP/M-8000 treats the name as ‘Lf it ended with spaces. 


@ Wen the filetype to aatch is shorter than three characters, 
CP/M-8000 treats the filetype as if it ended with spaces. 
Suppose, for example, you have a diak that contains the 

following six files: 

A.Z83K, AA. Z83K, AAA .23K, B.Z8K, A. REL, ‘and 5.REL 

The following wildcard specifications swatch all, er a porticn 
of, the preceding files: 

*,* iw treated as 27777777 .227 

FRPP R222 . 277 Matches all six names 

* 23K is treated as 27777777? .Z8K 

2227222277 -28K matches the first four names 


7? ..Z28K matches A.Z38K and 3.Z8K 
2.” iw treated as 7.777 
2.2707 matches A.ZSK, 8.Z8K, A.REL,. and 8.REL 


A? .Z8K matches A.Z38K and AA.Z8SK 
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A* .Z8K ig treated as A??777777.Z28K 


A??7?7272777 .ZBK matches A.Z8K, AA.Z8K, and AAA.Z8K 


Ramember that CP/M-8000 uses wildcard patterns only while 
searching a disk directory. Therefore, wildcards are valid 
only in filenames and filetypes. You cannot use a wildcard 
eharacter ina drive specifier. 


Fike Attributes 


When you create a file, CP/M-8000 gives it two attributes: DIR 
(for Directory) and R/W (for Read-Write). Through the STAT 
command, you can change these attributes from DIR to SYS (for 
Syetem) and from R/W to R/O (for Read-Only). 


The DIR and SYS attributes control whether CP/M-8000 displays 
the file's same in response to a DIR command or DIRS command. 
DIR. displays only the file specifications having the DIR 
attribute; DIRS displays only the file specifications having 
the SYS attribute. 


Tne second file attribute can be set to either R/W (Read-Write) 
or R/O (Read-Only). If a file is marked R/O, any attempt to 
write data to that file produces a Read-Oaly error message. 
Therefore, you can use the R/O attribute to protect important 
files. A file with the R/W attribute can be read or written to 
at any time. For more information on setting file attributes, 
see the STAT command in Section 5. 


Bew Files Are Stered on a Disk 


CP/M-8000 records the filename, ‘iletype, user oumber, and 
attributes of each file in a special area of the disk called 
the directory. In the directory, CP/M-8000 also records which 
parts of the disk belong to which file. You can use the 
STAT command to determine the number of entries in your 
directory. 


CP/M-8000 allocates directory and storage space for a file as 
records are added to the file. When you erase a file, CP/M=- 
8000 reclaims storage in two ways: it makes the file's 
directory space available to catalog a different file, and it 
frees the file's storage space for later use. This handling of 
storage and directory space, called dynamic file allocation, is 
a powerful feature of CP/M-8000. You do not have to tell CP/M- 
8000 how big your file will become, because it automatically 
allocates more storage for a file as needed, and releases the 
storage for reallocation when the file is erased. Use the STAT 
command to determine how much space remains on the disk. 
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7H, 


Changing Floppy Disks 


CP/M~8000 cannot, of course, do anything to a file unless the 
disk that holds the file is isaserted into a drive and the drive 
is ready. When a disk is in a drive, it is on-line and CP/M 
8000 can access its directory and files. 


At some time, you will need to take a disk out of a drive an 
insert another that contains different files. You can replace 
an on-line disk whenever you see the system promt at your 
console. This is a clear indication that no program is reading 
fron or writing to the disk in the drive. 

You can also remove a disk and insert a new one when an 
application program prompts you to do se. This can occur, for 
example, when the data that the program uses does not fit on 
one floppy disk. Note that you guat never remove a disk if a 
program is reading from or writing to it. 


After you insert a floppy diskette into the drive, you must 
press CTRL-C. By preasing CTRL-C, you inform CcP/m-8000 that 
all drives have been reset to the Read-Write state. This 
enables you to read and write to the new diskette. See 
“Terminating Programe" in Section 4 for sore information on 


CTRL-c. Refer to the eepegooe Programser’s Guide for more 
information on diak ng. 


End of Section 2 
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Section 3 
Console and Printer 





This section describes how CP/M-8000 communicates with your 
console and printer. It shows you how to start and stop 
console and printer output, edit commands you enter at your 
console, and redirect console and printer input and output. If 
also explains the concept of legical devices and how they are 
used under CP/M-8000. % 


Centrelling Console Output 


Sometimes CP/M-3000 displays information on your scraen too 
quickly for you to read it. An especially long display can 
gsecroll off the top of your screen before you have a chance to 
study it. You cam tell the system to wait while you read the 
display by holding down the CTRL key and pressing S. A CTRL-S 
causes the display scrolling to stop. When you are ready for 
the display to continue scrolling, press CTRL-—Q. 


Cantreiling Printer OQutpat 
You can also use a centrol command to “echo” console output at 
the printer, if you have one. To start printer echo, enter a 
CTRL-?. To stop printer echo, enter another CTRL-P. While 


printer echo is in effect, any characters that appear on your 
sereen are listed at your printer. 


You can use printer echo with a DIR cogmand to make a list of 
the files stored on a floppy disk. You can also use CTRL-P 
with CTRL-<§ and CTRL-Q to make a hard copy of part of a file. 
Use a TYPE command to start the display of the file at the 
censole. See Section 5 for more detail of the STAT command. 
When the display reaches the part you need to print, press 
CTRL~-S to stop the display, CTRL-P to enable printer echo, and 
then CTRL-Q to resume scrolling the display and start printing. 
You can use another CTRL-S, CTRL-?, CTRL-Q sequence to 
teagminate printer echo. 


Comsoila Line Editing 
You can correct simple typing mistakes in a command line with 
the BACKSPACE or CTRL-H kay. CP/M=-8000 also supports 


additional line-editing functions that you perform with control 
characters. You can use the control characters to edit command 
lines or input lines to nost programs. 
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CP/M~8000 allows you to edit your command line using the set of 
characters listed in Table 3<l1. To edit a command line in 
CP/M-8000, use control characters to delete characters to the 
left of the cursor, then replace them with new characters. 


In the following example command line, the command keyword PIP 
is mistyped. The underbar (_) represents the cursor. 


A> POP As™B:*.* 


To move the cursor to the letter O, hold down the CTRL key and 
press letter EH eleven times. CTRL-H deletes characters as it 
moves the cursor left, leaving the following command line: 
A>P 


Now you can type the correct letters, press RETURH, and send 
the command to CP/M-8000. 


A>PIP AseBr*.* 
Table 3-1 Lists all Line-editing canmtrol characters for CP/M- 
B000. °  .. 


Table 3—1L. CP/M-8000 Line-editing Control Characters 












Porces a physical RETURN but does not send the 
command Line to CP/M-8000. Moves the cursor to 
a 7 the beginning of the next line without erasing 
your previous input. 










Deletes a character and moves the cursor left 
one character position. Has the same function 
as backgpace. 












CTRL-I Moves the cursor to the naxt tab stop. A tab 
stop is automatically set at each eighth column. 
Bas the same effect as pressing the TAB key. 


CTRL-J Sends the command line to CP/M~-8000 and returns 
the cursor to the left of the current line. Has 
. the same effedct as a RETURN or a CTRI-M. 


CTRL=-M Sends the command Line to CP/M-8000 and returna 
the cursor to the left of the current line. Has 
the same effect as a RETURN or a CTRI~-J. 







CTRLA-R Places a # at the current curser location, 
moves the cursor to the next linea, and displays 
any partial command you typed so far. Pressing 

RETURN senda the command to CP/M-8000. 
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Table 3<1. (continued) 









Meaning — 





Diseards all the characters in the command line, 
places a # at the current cursor position, and 
moves the cursor to the next command line. 


CTRG~X Diseards all the characters in the command line 
and soves the cursor to the beginning of the 
current line. 


ce 


You probably noticed that some control characters have the same 
meaning. For example, the CTRL-J and CTRL-M keystrokes have 
the same effect as pressing the RETURN kay; all three send the 
command Line to CP/M-8000 for processing. Also, CTRL-H has the 
game effect as pressing the BACKSPACE key. 


Ausiguing Logical Beviees 


Most CY/M-8000 computer systams have a traditional console with 
a keyboard and screen display. Many also have letter-quality 
printers. [ff you use your computer for unusual tasks, you 
might want to add a different kind of character device to your 
system: a line printer, a teletype terminal, a nodem, or even 
a joystick for playing games. To keep track of these 
physically different input and output devices, CP/M-8000 
associates different physical devices with logical devices. 
When you receive your CP/M-3000 system, the logical devices are 
assigned to physical devices as shown in Table 3-2. 


Table 3-2. CP/N-8000 Logical Devices 


Logical Name Physical Assignment 


COM's Console input/ Keyboard /Screen 
qutput 










Auxiliary input Auxiliary input port 
(if one exists) 






Auxiliary output Auxiliary output port 
(if one exists) 





List output Printer 
(if one exists) 
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Logical names are agsigned to physical devices by the hardware 
manufacturer. However, in some implementations of CP/M~8000, 
you can change these assignments with the STAT command. For 
example, you can assign AXI and AXO to a modem so that your 
computer can communicate with others over the telephone. See 
STAT in Section 5, for a description of now to change logical 
name to physical device assignments. 


End of Section 3 
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CP/M-8000 Command 
Concepts 





As discussed in Section 1, a CP/M-8000 command Line consists of 
a command keyword, an optional command tail, and a RETURN: 
keystroke. This section describes the two kinda of programs 
the command keyword can identify, and tells how CP/M-8000 
searches for a program file on a disk. It also tells how to 
execute sultiple CP/M-8000 commands, and how to reset the disk 
. syaten. 


Twe Kinds of Commands 


A command keyword identifies a program that resides either in 
mesory as part of CP/M-3000, or on a disk as a program file. 
Commands that identify programe in nemory are called built-in 
commands. Commands that identify program files on a disk are 
called transient utility commands. 


Seven built-in commands and several transient atdlity commands 
are included with GP/M-8000. You can add utilities to your 
system by purchasing various CP/M-8000-compatible application 
programs. If you are an experienced programmer, you can also 
write your own utilities that operate with CP/M-8000. 


Built~in Commancds 


Built-in commands are part of CP/M-8000 and come into semsory 
when you boot the system. Secause they reside in memory at all 
times, built-in commands have two advantages over transient 
commands: 


e Builtein commands are always available regqardlieas of the 
current user number or default drive displayed in the 
command prompt. 


e Built-in commands start executing more quickly than the 
transient utilities because they do not have to be read from 
a disk. 


Section 5 gives you the operating details of the built-in 
commands Listed in Table 4-1. 
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Table 4-1. Built-in Commands 





Command Function 


DIR Displays filenames of files marked with the DIR 
(Directory) attribute in the directory. 


DIRS Displays filenames of files marked with the SYS 
(System) attribute in the directory. 


ERA Erases a file from the disk by removing the 
filename from the directory and by releasing the 
storage space occupied by the file. 


REN Renames a disk file. 


SUBMIT Executes a list af commands contained in a 
SUBMIT file that you create. 


| TYPE Displays the contents of an ASCII (readable 
characters) file on your screen. 


USER Changes the current user number. 


CP/M-8000 does not allow you to abbreviate the built-in 
commands. 


Transient Utility Commands 


A transient utility comsand executes a program that comes into 
memory only when you request it. When you enter a command that 
identifies a transient utility, CP/M~8000 loads the program 
sile from the disk and passes it the filenames, data, or 
parameters you entered in the command tail. Secause these 
programa are loaded from disk, the disk with the program file 
must be acceasible to execute the command. How CP/M-8000 
searches for command files is explained later in this section. 


Section 5 provides the operating details for the most 
frequently used CP/M-8000 transient utilities listed in Table 
4-2. Less frequently used utilities are described in the CP/M- 
8000 Programmer's Guide. Many of the utilities listed in Table 
4—2 are programming tools that are af use only to systems and 
applicationa programmers. 
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ARSK 


ASZ8K 


DUMP 


PORMAT 


SIZEZSK 


STAT 


XDUMP 


Table 4-2. 
Punction 
Stores object files in the 
CG run-time library: the 


Archive utility. 
invokas the asseabler. 


Copies disks (including 
CP/M-8000 boot disks). 
Invokes 28000 DDT, the 
CP/M~8000 debugger. 


Displays a file in ASCII 
and hexadecimal formats. 


Yeates and alters 
character tiles. 


Marks all disk sectors 
with the appropriate 
density and length. 


Invokes the Linker/Loader. 


Invokes the NMZSK utility 
that prints the symbol table. 


Copies, combines, or transfers 
apecified files between 
peripheral devices. 


Prints the size of a 
CP /M~8000 command file. 


Shows the access status for 
a@isks or files, the amount of 
free space on disks, the space 
occupied by files, or the 
logical-to-physical assignment 
of devices, according to 
options specified in the 
command Line. 


Displays the header contents 
and symbol table of an object 
ar command file. 


Two Kinds of Commands 


Transient Utility Commands 


Where Explained 


cP /M-8060 
Programmer's Guide 


CP /M-8000 
rogrammer's Guide 


CP/M-8000 User's 


Guide, Section 5 


- CP /M-8000 


Programmer's Guide 


CP /M-8000 
rogranmer's Guide 


sey ease User's 
’ ection . 8 





gee Sone User's 
Guide, Appendiz D 


CP/M~8000 
ogrammer's Guide 


CP /M-3000 
Programmer's Guide 


cP/M-8000 User's 
ide, tion 


CP/M-8000 
Programmer's Guide 


CP/M-8000 User's 
Guide, Section 5 


CP /M-8000 
Programmer's Guide 


| 
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Table 4-2. (continued) 





Where Explained 








zcc Compiler Command Interpreter The ¢ Programming 
2ccl Preprocessor Language by B.W. 

2CC2 Pags 1 Kernigham and D.M. 
ZCC3 Pass 2 Ritchie, Englewood 


Cliffs, WJ: 


Prentice Hall, 1978 






How CP/M-8000 Searches for Pregram and Data Files 


This section describes how CP/M-8000 searches for program and 
data files on disk. You need to understand the steps CP/M-8000 
follows, especially if it appears that CP/M-8000 cannot find a 
prograr file you specified with a command keyword in a command 
line. I£, for example, you have more than one disk drive on 
your system, the problem might be that CP/M~BO000 is not looking 
on the drive where the file is stored. 


Finding Files 


As you recall, when you enter a command line, CP/M-8000 passes 
the command tail to the program identified by the command 
keyword. If the command tail contains a file specification 
without a drive specification, the program asks CP/M-8000 to 
search for the file on the default drive and in the current 
user number. 


Por example, if you enter the following command line: 


3A>DIR MYYFILE. Trt 


CP/M—-8000 limits its search to user 3, drive A. I! MYFILE.TXT 
has the DIR attribute and exists in user 3 on drive A, CP/M~ 
8000 confirms the file's existence by displaying the filename 
on your screen: 


A:MYFILE. TXT 


Note that the user number does not appear in the directory 
listing. DIR also reports “SYSTEM PILE(S) EXIST” if user 3 on 
drive A contains files marked with the SYS attribute. 


If MYPTLE.TXT has the SYS attribute and is stored in user 3 on 
drive A, DIR merely reports “SYSTEM FILE(S) EXIST” -=— the 
filename, MYPILE.TXT, is not echoed to the screen. 


Whether a ‘file is marked SYS or DIR, the search for a file in 


a command tail does not extend beyond the current user number 
and current drive. If CP/M-8000 cannot find the file, the 
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progran displays an error message at the console. Typically, 
this message is "File not found" or “No File". Which of these 
messages appears depends on the program identified by the 
command keyword. 


Finding Program Files 


When searching for a command file, CP/M-8000 uses an extensive 
search pattern. This search is based on your command keyword 
and the filetype, which you aight or might not supply. 


If you do add a filetype to your command keyword, CP/M-8000: 
first searches the current user number for the command file 
‘with that eas orl If it cannot find the file in the current 
uger number, CP/M-SO000 searches user 0 for the command file 
having the filetype you supplied. 


If you omit a filetype from your command keyword, CP/M-8000 
tries to supply one for you based on the following search 
pattern: 


@ CP/M-S000 first checka the current user number and drive to 
_- poe if there is a program file with your command keyword as 
its name and Z8K as its filetype. If this search fails, 
GP/M-8000 then checks to. see if it has a blank filetype. If 
the filetype is neither Z8K nor blank, CP/M-8000 then checks 

‘to see if the program file has a filetype of SUB. 


eIf the program file has none of thege filetypes in the 
eurrent user number, then CP/M-8000 checks user 0 for the 
same search pattern: first for the Z8SK filetype, then for 
the bDlank filetype, and finally for the SUB filetype. 


e At any point in the search process, CP/M-8000 stops the 

. g@arch if it finds the program file. CP/M~-8000 then loadsa 
the program into memory and executes it. When the program 
texrainates, CP/M-8000 displays the system prompt and waits 
for your next command. 


@ If CP/M-8000 does not find the command file, it repeats the 
command, follows it with a question mark, and waits for your 
next command. 


IZ you inelude a drive specifier before the command keyword, 
CP/M-8000 first looks for the program file on the specified 
drive, in the current user number. If the program file is not 
found there, CP/M-d000 searches user 0 on the same drive. The 
gearch goes no further than this when a drive specifier is 
included in the command keyword. 
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Executing Multiple Commands 


In the examples used so far, CP/M-8000 has executed only one 
command at a time. CP/M~8000 can also execute a list of 
commanda. You can enter a liat of commands at the system 
prompt, or you can put a frequentiy needad list of commands in 
a disk file. Once you have stored the list ina disk file, you 
can execute the list whenever you need to with a SUBMIT 
command. 


To list multiple commands ina single command line, separate 
each command keyword and command tail from the next keyword 
with an exclamation point (1!)}. Whan you complete the list, 
press RETURN. CP/M-8000 executes your commands in sequence, as 
shown below: 


3A>DIESIDIR EXAMP*.*LSTAT Ax 


cP /M-8000 responds to the firet of your three commands py 
reporting 


NONMSYSTEM PILE(S) EXIST 


Without waiting for any operator intervention, CP/M-8000 
executes the second command: 


A: EXAMP7  : EXAMPL TXT : EXAMP3 : EXAMP2 TXT 
: EXAMPS "2 EXAMP6 : 


Pinally, CP/M-8000 executes the third command in the series: 


3A>GTAT As 


A: RW, Free Space: 98k 


If you find yourself executing the same command list 
frequently, store the list in a disk file with a SUB filetype. 
See Section 5 for a description of using the SUBMIT command to 
repeatedly execute a list of commands. 


Terminating Pregrams . 


There might be times when you want to terminate a running 
program before it terminates itself. You can terminate the 
DIR, DIRS, TYPE, and SUBMIT built-in commands and all transient 
utilities supplied with CP/M-8000 (whether invoked singly or in 
a miltiple command line) by simply nolding down the control key 
asp you press the C key. In addition, a CTRL-C can terminate 
many Of the application programs that you run with your CP/M- 
8000 operating systen. 
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If you try to abort a program other than DIR, DIRS, TYPE, or 
SUBMIT, you might experience a delay between the time you press 
CTRL-C and the time. the program terminates. This is because 
CB/M-8000 checks for CTRL-C only when reading from or writing 
to the console. 


When you press CTRL-C during a program's execution, it causes a 
warm start, sometimes called a warm boot. Unlike other 
versions of CP/M, a warm start in CP/M-8000 does not reload the 
‘Operating system from your disk back into your computer's 
empry; CP/M-8000 is always resident in memory. In CP/M~8000, 
& warm start does two things: it empties that portion of 
memory occupied by transient utilities and application: 
programs, and it also resets all drives to a Read-Write state. 
At the end of a normal execution of a transient utility or a 
built-in command, CP/M-8000 performs a warn start. 


Parts ef a File Spectfication _ 


This section describes the three parts of a file specification 
. im a command line. To avoid confusion, each part is given a 
formal name. The three parts of a file specification are as 
 followa: 


@ dzive specifier is the optional disk drive A, B, Cc, ...P that 
-@ontains the file or group of files to which you are 
referring. Ifa drive specifier is included in your comand 
-line, a colon must follow it. a, 


e filename is the. one- to eight-character first name of a file 
ez group of tiles. 


@ filetype iam the optional one- to three-charactear category 
Rame of a file or group of files. TZ the filetype is 
present. a pericd mist separate it from the filename. 


Tf you do not include a drive specifier, cP/M~8000 
automatically uses the default drive. IZ you omit the period 
and the filetype, CP/M-S000 assumes that the filetype is either 
Zak, three blanks, or SUB. 
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Thig general form is called a file specification. A file 
specification identifies a particular file or group of files in 
the directory of the on-line disk as indicated by the drive 
specifier. Por example, 


-B:MYFILE.DAT 


is a file specification that indicates drive B:, filename 
MYFILE, and filetype DAT. File specification is abbreviated to 
simply 


fileaspec 
in the command syntax statements in Section 5. 


Some CP/M-8000 commands accept wildcards in the filename and 
filetype parts of the command tail. For azanzple, 


B:MY* .A?7?7 


ig a file specification with drive specifier B:, filename MY*, 
and filetype A?77. This file specification might match several 
files in the directory. 


Put together, the parts of a file specification are represented 
like this: 


a:filename. typ 


where d: represents the optional drive specifier, filename 
represents the one- to eight~character filename, and typ 
represents the optional one- to three-character filetype. The 
Syntax descriptions in this manual use the term filespec to 
indicate any valid combination of the elements included in the 
file specification. The following list shows valid 
combinations of the elements of a CP/M-3000 file specification. 


e filename 

e filename. typ 

e d: filename 

e d: filename. typ 


The characters in Table 4-3 have special meaning in CP/M~8000, 
so do not use these characters in a file specification except 
as indicated. 
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Table 4-3. Command Line Deliziters 


Meaning 


file specification delimiters 


drive deligiter in file specification 


filetype delimiter in file 
specification 


option list delimiters, reeerved for 
future use 


command separator 


eption list delimiters for global and 
local options 


comment delimiter at the beginning of 
a command line 





CP /m—8000 has established several file groups. Table 4-4 lists 
some of their filetypes with a short description of each 
family. Appendix § provides the completa list. 


Table 4—~4. CP/M-6000 Filetypes 


riietre | 


aay nonseguented assembler source file 








segmented assembler source file 


28K ‘28000 (or equivalent machine language) executable 
program 


Cc C language source file. 
SUB " List of commands to be exacuted by SUBMIT 


$35 temporary file 
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In some of the command summaries, descriptive qualifiers are 
used in the syntax Line with filespecs to further qualify the 
ctype of filespec accepted by the ccmmands. For example, 
wildcard-filespec denotes wildcard specifications, dest- 
filespec denotes a destination filespec, and src-~filespec 
Genotes a source filespec. 


Hew Commands Are Described 


in Section 5, CP/M-8000 commands appear alphabetically. 
Section 5 also describes the notation that indicates the 
Optional parts of a command Line and other syntax notation. 
Each command is described according to the following format: 


@ The description begins with the command keyword in uppercase. 


@ The syntax section gives you one or more general forms to 
follow when you compose the command line. 


e The explanation section defines the general use of the 
command Keyword, and points out exceptions and special 
cases. The explanation sometimes includes tables or lists 
af options that you can use in the command line. 


e The examples section lists a number of valid command lines 
that use the command keyword. 


The notation in the syntax lines describes the general command 
form using these rules: 


e Words in capital letters must be spelled as shown, but you 
can use any combination of upper—- or lowercase letters. 


e A lowercase word in the syntax line has a general meaning 
that is defined in the text. 


e The symbolic notation d:, filename, typ, and filespec have 
the general meanings described in the preceding section. 


@ You must include one or more space characters where a space 
is shown, unless otherwise specified. Por example, the PIP 
Options do not need to be separated by spaces. 


The following table defines the special syntactical symbols 
used in defining command line syntax. Unlesa otherwise noted, 
none of these symbols actually appear on your screen's command 
line; they exist sclely on these pages so that you can see the 
general form of a given command line. Understanding this 
notation helps you form a valid command. 
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Table 4-5. Command Line Conventions +4 






You can substitute a number for Ne 





You cam substitute an option or a list of 
options. 

























| 
s You can substitute a string, which consists of a 
group of characters, for s. 


{} Items within braces are optional. You can enter |. 
a command without the optional items. The |° 
optional, items add effects to your command line. 


C7 Itema in square brackets are options or an 
eption list. If you use an option specified 
within the brackets, the brackets must enclose 
the option. If the right bracket ia the last 
eharacter on the command line, it can be 
omitted. These brackets actually appear on your 
Gommand line. They have the same meaning in a 
command line as they do in the command summary 
exanples. 


() Items in parentheses indicate a range of 
optionga. If you use a range from an option 
list, you gust enclose the range within 
parentheses. 


eos .. KLlipses tell you that the previous item can be 
repeated any number of times. 


| ‘The “or” bar separates alternative items in a 
command line. You can select any or all of the 
alternatives specified. Mutually exclusive 
options are indicated in additional syntax lines 
or are specifically noted in the text. 


f oc CTRL Represent the CTRL key on your keyboard. As a 
rule, control characters that do not have a 
command<—line editing function appear on the 
screen with the circumflex or caret symbol (*) 
preceding the letter. Control characters that 
have command-line editing functions (see Table 
3-1) do not appear on the screen when they are 
executed. 





<qar> =, Indicates a RETURN or carriage return. In most 
of the examples in this book, the carriage 
return is implied and therefore does not appear 
in the examples. 
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Table 4-5. (continued) 
Meaning 


Wildcard character that replaces all or part of 
a filename or filetype. Appears on your screen 
and has the same meaning as it does in the 
command summary examples. 


Wildcard character that replaces any single 
Character in the same pogition of a filename or 
filetype. Appears on your screen and has the 
Same meaning as it does in the command summary 
examples. 





Lat's look at some examples of syntax notation. The CP/M-8000 
DIR (Directory) command displays the names of files cataloged 
im the disk directory. 


The syntax of the DIR command shows how to use the command Line 
syntax notation: 


Syntaz: DIR tas] l (filespec! 
optional optional 


This tells you that’ the command tail following the command 
keyword DIR is optional. In other words, DIR alone, DIR with a 
Silespec, DIR with just a drive specitier, or DIR with a drive 
specifier and a filespec are all valid versions of the DIR 
command. Far example, 


DIR JOBN.LTR 
DIR Bs: 

DIR 5B: JOHN.LTR 
DIR B:JOBN.* 
DIR B:*. LTR 
DIR B:*.* 


are valid commands. The last axample, incidentally, is 
equivalent to DIR b:, as shown by the general syntax: 

DIR (d:}) | [filespec) 

These are the only forms DIR can take with respect to JOHN.LTR, 


any file, or no file. Understanding the syntax lets you see 
all the possibilities. 
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The CP/M-8000 command PIP (Peripheral Interchange Program) 
provides an example of a differant kind of syntax. PIP can 
copy files from the disk to the screen or printer. PIP can 
combine two or more files into one longer file. PIP can also 
rename files after copying thea. All of this functionality can 
be represented in the syntax: : 


PIP dest-filespecesrc-filespec{, filespec...) 


In this example, dest-filespec is further defined as a 
destination file specification or peripheral device (printer, 
for example) that receives data. Similarly, arc-filespec is a 
source file specification or peripheral device (keyboard, for 
exapple) that transmits data. PIP accepts wildcards in the 
filename and filetype. See the PIP command in Section 5 for 
details regarding other capabilities of PIP. There are, of 
course, many valid command lines that come from this syntaz. 
Some of them are shown below. 


* 


A>@LIP HEWFILE.DAT@“OLDIILE.OAT 
AOPIP As THISFILE. DATs THATYILS. DAT 
".AO@TP Bse=A: THISFILE.DAT 

APPIP B2X.BAS=Y.BAS, 1.835 

APT. X.BAS=“A.BAS, 5.BAS, C.BAS 
A>PIP Bs=Azs * BAK 

APIP B:=A:*.* 


End of Section 4 
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Section 5 
Command Summary 





This section alphabetically presents the commands and programs 
supplied with your CP/M-8000 operating system. Aas described in 
Section 4, each command summary contains a short explanation of 
the command's operation and example command lines. ED, the 
GP/M-8000 editor, is described in detail in Section 6. Other 
commands, such as ASZSK and 28000 DODT™, are described fully in: 


the cP/mM-8000 Programmer's Guide. 
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COPY (Copy Disk) Command 


‘tere tthe 8 re SR RAS ASR GSS SSS pri Gl SD SDSS Sra NDP Zeng 


Syntax: 


Explanation: 


COPY (option list] 


COPY copies the contents of one disk onto another 
disk. It does so on a track-by-track basis, giving 
you a literal image of the disk or selective part of 
the disk you want duplicatad. 


Unlike PIP, which needs to Know both the type and 
length of file to be copied, COPY is not sensitive to 
the types of files or their lengths. Even so, COPY 
requires shat your destination disk have the same 
format as your source disk. You might have to format 
a deatination disk before using COPY. Consult the 
documentation for your computer's PORMAT utility for 
details. 


As shown in the above syntax, you can type copy and 
then preas the RETURN xey. This is the simplest form 
of axecuting COPY. It is also the most interactive. 
When you load COPY this way, the following prompt 
comes to your screen: 


Copy Ver i.1 


A mode menu then appears: 


MODE POUNCTION 

ALL Copy the whole disk 

BOOT Copy the boot tracks 
PILES Copy the non-boot tracks 
END End this progras 


-Choose one mode from the mode manu by entering your 


choice. For example, if you want to copy everything 
en one of your CP/M=-8000 disks, emter ALL to copy 
CP/M=-8000 and all files beyond the boot tracks. 
Enter BOOT 1£ you want to copy only the boot loader 
for CP/M-8000. Enter PILES if you want to copy only 
the non=-bDoot tracks. Enter FHD if you want to leave 
the COPY program and return to the CP/M-8000 system 
prompt. . 


Once you have selected your mode, COPY prompts you 
with 


Enter SOURCE drive: 
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At the cursor position, type a drive letter im the 
range a through p and press the RETURN key. 


Similarly, you see the prompt: 
Enter DESTINATION drive: _ 


Reply with a drive letter in the range A through P 
and press the RETURN key. COPY prompts: 


(°C to ABORT) 
RETURN to copy <mode> from <source> to <destination>. 


Mode, source, and destination have actual values on 
your screen in place of the worda shown here. If 
these aze the values you truly want COPY to use, 
press the RETURN key. COPY begins copying at this 
point, as indicated by the nessage, 


**"*Copying an Tracks*** 


that appears at the bottom of your screen. The nn in 
this prosapt stands for the actual track numbers 
currently being copied. 


Tf you decide to abort the copy process, type CTRL-C 
(that is, hold down the Control key and press the 
letter ¢). If you have not used the [A] (for 
automatic) option when ‘you were at the CP/M-8000 
command line, then you are offered a chance to do 
some more copying when COPY finishes your first copy. 
COPY saves the parameters you gave it for the last 
copy just made; then COPY asks you: 


De you wiah to repeat the copy? _ 


Type Y if you do, W if you da not. Tf you type N, 
the COPY program ends without any further processing 
and returns you to the CP/M-3000 system prompt. If 
you type Y, COPY shows you the values used in the 
last copy session and invites you to start another 
copy session by entering a carriage return. For 
example, if you chose mode ALL, source drive A, and 
destination drive 8 in your initial copy session, 
COPY returns the following prompt for all subsequent 
copy sessions: 


(*C to ABORT) 
RETURN to copy ALL from A to B 


TZ you decide at this point not to begin a new 
session, type CTRL-C. CTRLI-C returns you to the 
cy/M=-8000 system prompt. 
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Examples: 


Instead of typing COPY and pressing the RETURN key at 
the promt, you can supply your copy options before 
COPY is loaded and executed. However, if you take 
advantage of this shortcut, you must present your 
options in a certain order. The order for COPY 
options is: — 


(mode option} before 

{source drive option) before 

{destination drive option] before 

{automatic carriage return option] 
and/or [verify option} before 

{manual carriage return) 


Some representative combinations of the COPY command 
line appear below. With the exception of the A and V 
options. which are discussed below, each of the 
options in the above examples is explained in the 
preceding basic, interactive COPY session. 


COPY ALL 

COPY ALL A 

COPY ALL A B 
COPY ALL A 8B [A] 
COPY ALL AB [V]} 
cory ALL A 5S [AV] 
COPY A 

COPY B 

Copy {A) 

cary (vj 

copy (av] 

COPY AB 


COPY AB {A] 
coPY AB [(V] 
COPY AB [AV] 


Hote: Be sure the source drive appears to the left 
of the destination drive in your option list. If you 
inadvertently get the drive letters of your 
destination drive and source drive turned around in 
this option list, you will copy your destination disk. 
(probably blank) on to your source disk, thereby 
wiping it out. To avoid this, always enter the 
source drive lLettar bafore you specify the 
destination drive letter, then recheck what you've 
typed before pressing the RETURN Key. 
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The [A] option acts as a virtual RETURN key aa run- 
time. You usually would be required to set the copy 
process in motion once the parameters have been 
supplied to COPY. Specifying [A] allows the copy 
process to execute without interruption and without 
further operator interaction. 


The [CV] option invokes COPY's verification option. 
When you use che (V], COPY compares the data on 
source and destination disks following a copying 
Operation to verify that the data on the two disks 
are the same. COPY with (V] runs more slowly than 
COPY without [V]. This is because [V] demands that 
COPY go through extra steps in reading the 
destination disk and comparing its data to the data 
on the source disk. 


If you enter more options in the option list than 
COPY uses, those extra options are thrown away. For 


example, if you type 
A>COPY FILES AS HELLO THERE 
the COPY utility loads and then displays the aessage: 


Extraneous argument ignored: hello 
., Rxtraneous argument ignored: there 

(“C' to ABORT) 

RETURN to copy FILES from A to 8B ~ 


Thus, COPY helps salvage the copy session for you by 
allowing you to either abort COPY or else continue 
with the copy process, using the. only three valid 
eptions it found from the command line in this 
example. 
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DIG and DIES Commands 


meena neat Maan 


Syntax: 


Explanation: 








hn tre SSSA yO SSNS 


DIR ({d:]} 
DIR (filespec} 


DIRS {d:} 
DIRS (filespec) 


Tne DIR and DIRS built-in commands display the names 
of files contained in the directory of an on-line 
disk. 


The DIR command lists the names of files in the 
current user number that have the Directory (DIR) 
attributes. The DIRS command displays the names of 
files in the current user number that have the System 
(SYS) attribute. 


All executable files in user 0, regardleas of their 
SYS ar DIR attribute, can be executed in any user 
number. However, you must be in user 90 to display 
those files with DIR or DIRS. 


T£é the drive and file specifications are omitted, the 
DIR command displays the names of all files with the 
DIR attribute on the disk in the default drive and 
current user number. In the same way, DIRS displays 
the SYS files. 


If the drive specification is included, but the 
filename and filetype are omitted, the DIR command 
displays the names of all DIR files in the current 
user number on the disk in the specified drive. DIRS 
displays the SYS files. 


Both DIR and DIRS accept wildcard filenames and 
filetypes. Wnen you use wildcard characters, all 
filenames that satisfy the match are displayed on the 
screen. 


If no filenames match the file specification, or if 
no files are cataloged in the directory of the disk 
in the named drive and user number, the DIR and DIRS 
commands each display the message: 


No Pile 
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Exasp les: 


If SYS files that reside on the specified drive and 
user number match the file specification, DIR 
displays the message: 
SYSTEM FILE(S) EXIST 


If DIR files match the file specification, DIRS 
displays the message: 


NON-SYSTEM FILZS(S) EXIST 

The SYS and DIR attributes are described under STAT 
later in this section. 

The following example displays all OIR files cataloged 
in user 0 om the default drive A. 

A-DIR 


The following command displays all DIR files for user 
0 on drive B. 


A-DIR Be 


The next command displays the name X.BAS if the file 
X.BAS is present for user 0 on drive B. 


A°DIR 4B:X.BAS 


The next command displays all DIR files with filetype 
BAS for user 4 on drive A. 


4A°DIR *.BAS 


The following command displays all OR files for user 
0 on drive A whose filename begina with the letter <, 
ari whose three character filetype containa the first 
character C and last character 5D. 


B>DOrm Asx” .C?7D 


The next command displays all files for user 0 on 
drive A that have the SYS attribute. 


A>DIRS 

This wildcard form of the DIRS command displays all 
SYS files with the Z8K filetype om the default drive 
A for user 3. 


3A>°OIRS *.23K 
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ED (Character File Editor) Command 


emma gt 


Syntax: 


Explanation: 














ED input-filespee {d: | output~filespec) 


The ED transient utility lets you create and edit a 
disk file. 


The ED utility is a line-oriented context aditor. 
This means that you create and change character files 
line=by-Line, or by referencing individual characters 
within a line. ; 


The ED utility lets you create or alter the file 
named in the fille specification. Please refer to 
Section 6 for a detailed description of the &2D 
utility. 


The ED utility uses a portion of your computer's 
memory as the active text buffer, a Kind of temporary 
storage area where you can add, delete, or alter the 
characters in the file. Use the A command to read 
(Append) all or a portion of the file into the 
buffer. Use the W command when you want to write a 
portion of the file's contents from the buffer back 
into the file. The E command is used to write the 
entire contents the buffer back into the file and end 
the ED session. 


An imaginary character pointer, called CP, is at the 
beginning of the buffer, between two characters in 
the buffer, or at the end of the buffer. 


You interact with the 2D utility in either command or 
insert mode. ED displays the * prompt on the screen 
when ED is in command mode. When the * appears, you 
can enter the single letter command that reads tert 
from the buffer, moves the CP, or changes the ED mode 
of operation. When in command mode, you can use the 
line-editing characters CTRL-E, -H, -0, <-X, and 
RUBOUT to edit your input. In insert mode, however, 
you can use only CTRI-H, -U. -X, and RUBOUT. 
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Append n lines from original file to 
memory buffer. 


Append file until buffer is one half 
full or until end of input is 
reached. : 


Append file until buffer is full (or 
md of file). 


_- ,Mewe CP to beginning (B) or bottom 
.. (=B) ef buffer. | 


Move CP no characters forward (C) or 
back (<C) through buffer. 


Delete n characters before (-D) or 
after (D) the CP. 





Save new file and return to CP/M 
g000. 


Pstring{ {Zz} 


Pind character string. 
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fable Sl. (continned) 


Save the new file, then reedit, 
using the new file as the original 
file. 


Enter insert mode: use TZ to axit 
insert node. 





Istring( tz] 


Insert string at CP. 


Jsearch_str“Zins_str“Zdel_to_str( TZ) 
Juttapose strings. Jurtaposition 
does not support a repetitive 


execution of juxtapose on a single 
command line. 


Delete (kill) a lines from the CP. 


Move CP a lines. 


Execute commands n times. 





n =A 


Move CP n lines and display that 
line. 


Move to line n. 
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Table S-l. (continued) 





Command Action 


ED Command 


sneommand 
Execute command through line n. 
Metxing{1Z} 
Extended find string. 
6 
“ Return to original file. 
RP, -aP | 
Ee Move CP n “pages” forward or 
7 backward (-?) in the buffer and 
—— display n pages on the console. A 
Abandon sew file, return to CP/M- 
8000. 
R 
‘Read X8$$$9$33.L2B file into buffer. 
Reilespea{ TZ} 


Read filespec into buffer. 





Sdelete string*Zinsert string{ TZ} 


Substitute string. 





5-11 


cP/M-8000 User's Guide ED Command 


Table 5-1. (contimmed) 


Command Action 


Uppercase transiation. 


Line numbering on/off, display free. 
dvuffer space. 


nw 


Write n lines to new file. 


Write or append n lines to 
XSSSSSS$ .LIB. 





nXfilespec{ TZ) 
Write n lines to filespec or append 


if previous X command applied to the 
same file.. 


OX 


Delete file XS5SSSS$ .LIB. 


OXfilespec (TZ) 


Delete filespec. 


Wait n seconds. 
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ERA Command 





Syntaz: 


Explanation: 





ERA (filespac} 


The ERA command removes one or sore files from the 

directory of a disk. Wildcard characters are 

accepted in the filespec. Directory and data space 

ve automatically reclaimed for later use by another 
le. 


Gse the ERA command with care because all files that 
satiaty the file specification are removed from the 
disk directory. 


Command lines with the form: 
ERA (ds: }wildcard~filespec 


require your confirmation because they erase an 
entire group of files, not just one file. The system 
will prompt you for confirmation with the following 
nessage: 


Confirm (Y¥/S8)? 


Respond with Y i2 you want to remove all watching 
files, and N if you want to avoid erasing any files. 


There is one instance in which the ERA command with a 
wildcard does not cause the system to prompt you. In 
a SUBMIT file, when you use a wildcard with an ERA 
command, Cr/M-3000 deea not aak for confirmation. 
Please see SUPMIT later in this section. 


If no files match the file specification, you see the. 
following uessage: 


Ne File 
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Examples: Tnis command remove the file X.PAS from the disk in 
user O on drive A. 
A>ERA X..PAS 
To delete all file with the filetype PRN from the 
disk in drive A, use O, enter the following command. 
You see the system equest confirmation: 
A>ERA *. PRE 
Confirm (Y/N)7¥ 


The next example re iests that all files on drive B, 
user 5, be removed rom the disk. 


SA>BRA B:*.* 


Confirm (Y/N)?Y 
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PIP Command 





| Syntax: PIP dest-file{[Gn]} | devesre-filei{[d]) | dev{fo]) 


Explanation: The PIP utility copies one or more files from one disk 
and/or user number to another. PIP can rename a file 
after copying it. PIP can combine two or more files 
into one file. PIP can also copy a character file 
from disk to the printer or other auxiliary logical | 
output device. PIP can create a file on disk from 
the console or other logical device input. PIP can 
transfer data from a logical input device to a 
Logical output device. Hence the name Peripheral 
Interchange Progran. 


Syntax: - “PIP ar (t@n3} = source-¢ilespec{Loptions]} 
PIP dest-filespeci(Gn]} = a: (Copticns]) 
PIP dest~filespeca({(an])] = source-filespec{(o]]} 


eae 


Explanation: ‘The first form shows the siaplest way to copy a file. 
PIP looks for the file named by source-filespec on 
the defauit or optionally specified drive. PIP 
copies the file to the drive specified by 4d: and 
gives it the same name as source-filespec. You can 
use the [an] option to place your deatination file 
(deast-filespec) in the user number specified by n. 
The only option recognized for the destination file 
is CG@n]. Several options can be combined together 
for the source file specification (source-filespec). 
PIP’s options are fully described below. 


The second form is a variation of the first. PIP 
leoks for the file named py dest-filespec on the 
drive specified by d:, copies it to the default or 
optionally specified drive, and gives it the same 
name as dest-filespec. — 
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The third form shows how to rename the file after you 
copy it. You can copy it to the same drive and user 
number, or to a different drive and/or user number. 
Rules for options are the same. PIP looks for the 
file specified by source-filespec, copies it to the 
location specified in dest-filespec, and gives it the 
name indicated by dest~filespec. 


Remember that PIP always goes to and gets from the 
current user number unless you specify otherwise with 
the [Gn] option. 


Before you start PIP, be sure that you have anough 
free space in Kilobytes on your destination disk to 
hold the entire file or files that you are copying. 
Even if you are replacing an old copy on the 
destination disk with a new copy, PIP still needs 
enough room for the new copy before it deletes the 
Old copy. See the STAT command in this section. 


Data is first copied to a temporary file to ensure 
that the entire data file can be constructed within 
the space available on the diak. PIP gives the 
temporary file the filename specified for the 
destination, with the filetype $$$. If the copy 
operation is successful, PIP changes the temporary 
filetype S35 to the filetype specified in the 
destination. 


If the copy operation succeeds and a file with the 
same name as the destination file already exists, the 
old file with the same name is erased before renaming 
the temporary file. 


File attributes (SYS. DIR, RW, RO) are transferred 
with the files. 


If the existing destination file is set to Read-Only 
(RO), PIP asks you if you want to delete it. Answer 
Y or NWN. Use the W option to write over Read-Only 
files. 


You can include PIP options following each source 
name (see “PIP Options" below). There is one valid 
option, (Gn] (go to user number n), for the 
destination file specification. Options are enclosed 
in square bracksats. Several cptions can be included 
for the source files. They can he packed together or 
separated by spaces. Options can verify that a file 
was copied correctly, allow PIP to read a file with 
the SYS attribute, cause PIP to write over Read-Only 
files, cause PIP to put a file into or copy it froma 
specified user number, transfer from lower- to 
uppercase, and much more. 
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Examples: 


Both of the following forms of this command cauge PIP 
to read the file OLDFILE.DAT from drive A and put an 
ezact copy of it onto drive B. This is called the 
short form of PIP, because the source or destination 
names only a drive and does not include a filename. 
When using thia form, you cannot copy a file from one 
drive and user number to the same drive and user 
number. You must put the destination file on a 
@ifferent drive or in a.different user number. See 
the section on PIP Options, and the+s3@action on the 


‘USER command. The second short form produces exactly 


the same result as the first one. PIP simply looks 
for the file OLDFPILE.DAT on drive A, the drive 
specified as the source. : 
A>PIP Bs*AsOLDFILE.DAT 
A> PIP BsOLDWILE.DAT@A: 


The following command copies the file OLDFILE.DAT 
from drive A to drive 8 and renames it to 


‘-gewfile.dat. The file remains as OLDPILE.DAT on 
_dzive A. This is the long form of the PIP command, 


because it nases a file on both sides of the command 


. line. _ 


a>erP SeMEWPTLR. DAT=A:OLDFILE. DAT 


Using this long form of PIP, you can copy a file from 
one drive and user number (usually user 0 because 
CP/M-8000 automatically starts out in user 0, the 
default user number) to the same drive and user 
mimber. This effectively gives you two copies of the 
same file on one drive and user number, each with a 
different name. 


A> PI} MEWFILE. DAT@OLOFILE. DAT 


The following command copies the file PROGRAM.DAT 
from user 1 on drive A to user O on drive 5 and 
renames the filetype on drive 8, user 0, to BAK. 


A>PIP B:PROGRAM.BAK = A: PROGRAM.DAT(G1 ] 


In the next command, PIP copies the file named 
PROGRAM] .DAT on drive A and echoes ([£] the tranafar 
to the console. verifies (V] that the two copies are 
exactly the same, and gets [G3] the file programl.dat 
from user 3 on drive A. Because there is no drive 
specified for the destination, PIP automatically 
copies the file to the default user number and drive, 
in this case drive 3, user 0. 


5>PIP PROGRAM2.DAT=A: PROGRAM1.DATCE V G3] 
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Multiple Pile Copy 


Syntax: 


Exp lanation: 


Examples: 


PIP d:((Gal} = (d:}wildcard-filespee({[o]]} 


Wnen.you use a wildcard in the source specification, 
PIP copies qualifying files one-by-one to the 
destination drive, retaining the original name of 
each file. PIP displays the message, COPYING, 
listing each filename as the copy operation proceeds. 
PIP issues an error message and aberts the copy 
operation if the destination drive and user number 
are the same as those specified in the source. 


The following command causes PIP to copy all the files. 
on drive A with the filetype CMD to drive B. 


A?PIP B: =A: *.CMD 


The next Command causes PIP to copy all the files on 
drive Ato drive B. You can use this command to make 
a backup copy of your distribution disk. Nota, 
however, that this. command does not copy the CP/M 
8000 bootstrap leader from the system tracks. COPY, 
cr any other track-to-track copy program, copies the 
system tracka for you. 


A>PIP BrmA: *.* 


The Command below causes PIP to copy all files 
beginning with PROG and having any filetype from 
drive A to drive B. 


A>PIP Brsh: PROG7T77? .* 


The following command causes PIP to copy all the 
files with a filetype of BAS on drive A in the 
default user number, user 0 in this case, to drive B 
in user number 1. Remember that the DIR, TYPE, ERA 
amd other commands only access files in the same user 
number from which they were invoked. See the USER 
comand. 


AoPIP 8:(GLJ=A:* BAS 
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Combining Files 


Syntax: 


Explanation: 


Examples: 


PIP esi tiialtoned sy eloped? file 
(Copellt. file{Copt])...} 


This form of the PIP command lets you specify two or 
more files in the source. PIP copies the files 
specified in the source from left to right and 
combines them into one file with the name indicated 
by che destination file specification. This 
procedure is called file concatenation. You can use 
the (Gn] option after the destination file to place 
it in the user number specified by n. You can 
specify one of more options for each source file. 


Most of the options force PIP to copy files character 
by character. In these cases PIP looks for a CTRL-Z 
character to determine the end of the file. All of 
the PT? options force 3 a character transfer except the 
following: 


Gn. Re O- Ry Vv, and we 


Copying data to or from logical devices also forces a 
character transfer. 


Daring character transfers, you can terminate a file 


concatenation operation by pressing CTRL-C. 


When concatenating files, PIP searches only the last 
recerd of a file for the CTRL-Z end-of-file 
character, However, if PIP is doing a character 
transfer, it stops when it encounters a CTRL-Z 
character. 


Use [QO] if you are concatenating aachine code files. 
CO] causes PIP to ignore an embedded CTRL-% (end-of- 
file) character, which usually indicates the end-of- 
file character ina file. 


The following three files named FILE], FILE2, and 
PILES are joined from left to right and copied to 
NEWFILE.S$S$. NEWPILE.$55 is renamed to NEWFILE upon 
succesatul completion of the copy operation. All 
source and destination files are on the disk in the 
default drive A. 


A PIP SEWFILE="YLEl, PILE2, FILES 
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Covy Piles to 


Syntax: 


Explanation: 


In the next example, the file Y.ASM on drive A is 
Joined with Z.ASM from drive B and placed in the 
temporary file X.$$$ on drive B. The file X.SSS is 
renamed to X.ASM on drive B when PIP runs to 
successful completion. 


A>PIP B:X.ASM = Y.ASM, B:2.ASM 


and from Auriliary Devices 


PIP dest-filespec ((GnjJ = source-filespee ([0]] 


AXO: . AXI: ({CLoptions]} 
CON: CON: {loptions)} 
PRN: NUL: 
LST: EOF: 


This form is a special case of the PIP command line 
that lets you copy a file from a disk to a device, 
from a device to a disk, or ‘from one device to 
another. The files must contain printable 
characters. Each peripheral device is assigned to a 
logical name that identifies a source device that can 
transmit data, or.a destination device that can 
receive data. A colom follows each logical device 
name sc it cannot be confused with a filaname. Press 
CTRL-C to abort a copy operation that uses a logical 
device in the source or destination. 


The logical device names are listed as follows: 

CON: Console is the physical device assigned to CON. 
When used ag a source, usually the keyboard; 
when used as a destination, usually the screen. 

AXI: Auxiliary. Input or Output Device. 

AXO: Auxiliary Output Device. 


LST: The destination device assigned to LST, usually 
the printer. 
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Exasples: 


There are three device names that have special 
meaning: 


NUL: A virtual source device that preduces 40 
hexadecizal zeros. 


EOF: A virtual source device that produces a single 
CTRL-Z, the CP/M-6000 end-of-file mark. 


PRN: The printer device with tab expansion to every 
eighth column, line numbers, and page ejects 
every 60th line. . 


In the following example, characters are first read 
from the console input device, generally the 
keyboard, and sent directly to your printing device. 


You type a CTRL-Z character to tell PIP that keyboard 


input is complete. At that time, PIP continues by 
Feading character data from the file MYDATA.DAT on 


drive B. Because PRN: is the destination device, 
tabs are expanded, line numbers are added, and page 


ejects cccur every 60 lines. 


‘BOPIP PRE: <CONs , MYDATA. DAT 


If CRT: is assigned to CONs, whatever you type at the 
Console is written to the file NOTES.GEE on drive 8B. 


You must. presse the RETURN key and the line-feed key 


(ox CTRL=-J) to commit your input to the file. End 
‘the keyboard input by typing a CTRL-Z. Corrections 


of previously typed material are not permitted in 


Shia option. 
APPT? Bs: NOTES. GEECON: 
rf CRT: is assigned tg COM:, as in the following 


example, whatever you type at the kayboard is written 
to the list device, generally the printer. Terminate 
input with a CTRI-Z. 


A>PIP LST: =CON: 
In the following example, the file DRAFT.TXT on drive 
B is written to the printing device. Any tab 
characters are expanded to the nearest column that is 
a multiple of 8. 


ASPIP LST:=8: DRAFT. TXT( TS] 
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The command below causes PIP to write the file 
DRAFT.TXT to the list device. It automatically 
expands the tabs, adds line numbers, anc ejects pages 
after sixty lines. 


A>PIP PRN:=BH:DRAPT.TxT 


The PIP options S (Start) and @ (Quit) search only 
for uppercase character strings when you enter PIP 
from the CP/M-8000 command line. This is because the 
CCP automatically converts the command line to 
uppercase. If you want to search for a lowercase 
string, you must use PIP’s interactive mode. 


The following command causes NOTE.TKT to list at the 
console, CON: starting at the first occurrence of 
BEGINNDNG. 

A>PIP CON: SHOTE.TET(S BEGIENING"Z] 


The CCP converts beginning to BEGINNING, if you enter 
the following cammand line. 


A>PIP CON: =NOTE.TXT(S beginning 2] 


Because PIP cannot find BEGINNING in the file 
NOTE.TXT, you receive the following message: 


ERROR: START NOT POUND 


To avoid seeing this nessage, enter the Search option 
at the PIP prompt. 


A>PIP 
*CON: OTE. TET(S beginning”Z] 


Also use PIP's interactive mode whan apecifying Quit 
strings with the Q option. 
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Multiple Command Mode 


Syntax: 


Explanation: 


. ‘Rxanples: 


PIP 


This form of the PIP command starts the PIP utility 
and lets you type aultiple command lines while PIP 
remains in user memory. a 


“POP writes an asterisk (*) on your screen when ready 


to accept input command lines. 


You can type any valid command line described under 


‘Previous PIP formats following the asterisk prompt. 
‘Terminate PI? by pressing the RETURN key following 


She asterisk prompt. The empty command line talls 
PIP to discontinue operation and return to the CP/M- 
8000 system proapt. | 


_ The following command loads the PIP program. The PIP 
Command input prompt (*) tells you that PIP is ready 
9 accept commands. The effects of this sequence of 


- ‘@ommands are the same as shown in the previous 
_ examples, where the command tail is included in the 


command line. PIP is not loaded into memory for each 
command. ; 
A>PrP 


| *SEMPILE=FILR1, PILE2, FILES 


*APROG. CHD=8P ROG. CHD 
"Az @B2X%.AGM 


. Bea? _* 
i. 


Gsing Options 


Explanation: 


with PIP 


Options enable you to process your source file in 
special ways. You can expand tab characters, 
translate from upper to lowercase, extract portions 
of your text, verify that the copy is correct, and 
much more. 


PIP options are listed below, using n to represent a 
number and s to represent a sequence of characters 
terminated by a CTRL-Z. An option must immediately 
follow the file or device it affects. The option 
must be enclosed in square brackets, []. For those 
options that require a numeric value, no blanks can 
oscur between the letter and the value. 
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You can include the [Gn] option after a destination 
file specification. You can include a list of 
options after a source file or source device. An 
option list is a sequence of single letters and 
numeric values that are optionally separated by 
blanks and enclosed in square brackets. (]. 


Table 5-2. PIP Options 


Delete any characters past column n. 
This parameter followa a source file 
that comtains lines too long to be 
bandied by the destination device, 
for example, an S0-character printer 
ar narrow console. The number a 
should be the maximum column width 
of the destination devics. 














z Eeho transfer at console. When this 

parameter follows a source name, PIP 
displays the source data at the 
console as the copy is taking place. 
The source must contain. character 
data. 


















Pilter form feeds. When this 
parameter follows a source name, PIP 
removes all form faeds embedded in 
the source data. To change form 
feeds set for one page length in the 
source file to another page length 
im the destination fiie, use the F 
command to delete the old form feeds 
and a P command to similtaneouasaly 
add new form feeds to the 
destination file. 


Go Gat source from, ar go to user number 
a. When this parameter follows a 
source name, PIP searches the 
directory of user number n for the 
source file. When it follows the 
destination name, PIP places the 
destination file in the user number 
specified by n. The number must be 

in the range 0 ta 15. 
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fable 5~2. (continued) * 










































Hex data transfer. PIP checks all 
data for proper Intel® hexadecizal 
. file format. The console displays 
error seasages when errors occur. 
This function is included for 
Ristorical reasons only. 


Ignore :00 records in the transfer of: 
an Intel hexadecimal format file. 
The [I option automatically sets the |- 
‘H option. This function is included 
for historical reasons only. 


Translate uppercase alphabetics in 
the source file to lowercase in the 
destination file. This parameter 
£ollows the source device or 
filename. 


_. A@A line numbers to the destination 
” @ile. When this parameter follows 
... he source filename, PIP adds a line 
. _Buaber te each line copied, starting 
_.. with land incrementing by one. A 
“.. Golem follows the line number. If 
82 is specified, PIP adds leading 
serosa to the line number and inserts 
@ tab after the number. If the T 
parameter is also sat, PIP expands 
the tab. 


 Gaject tile transfer for zachine code 
‘daoncharacter and therefore 
genprintable) files. PIP ignores 
any CTRL-Z end-of-file during 
eoncatenation and transfar. Use 
this option if you are combining 
ebject code files. 
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Table 5-2. (continned) 


Option Function 


Pn Set page length. n specifies the 
mumber of lines per page. When this 
parameter modifies a source file, 
PIP includes a page eject at the 
beginning of the destination file 
and at every n lines. If n@l or is 
not specified, PIP inserts page 
ejects every 60 lines. When you 
also specify the F option, PIP 
ignores form feeds in the source 
data and inserts new form feeds in 
the destination data at the page 
length specified py na. 


Qs Quit copying from the source device 
after the string s. When used with 
the S parameter, this parameter can 
extract a portion of a source file. 
The string argument must be 
terminated by CTRL-Z. 


RB Read system (SYS) files. Usually, 

PIP ignores files marked with the 

_ syatepn attribute in the disk 

, Girectory, but when this parameter 

followea a source filename, PIP 

copies system files, including their 
attributes, to the destination. 


Ss Start copying from the source device 
at the string a. The string 
argument must be terminated by CTRI- 
2 When used with the @ parameter, 
this parameter can extract a portion 
of a source ‘file. Beth start and 
quit strings are included in the 
destination file. 


Th Expand tabs. When this parameter 
follows a source filename, PIP 
expands tab (CTRL-I) characters in 
the destination file. PIP replaces 
each CTRL~-I with enough spaces to 
position the next character in a 
column diviaible by no. 
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Exauples: 


rd 


Table 5=<2. (continued) 





































Translate lowercase alphabetic 
characters in the source file to 
uppercase in the destination file. 
This parameter follows the source 
device or filename. 


Verify that data has been copied 
correctly. PIP compares the 
destination data to the source data 
to ensure that the data has been 
written correctly. The destination 
must be a disk file. 


Write over filea with RO (Read-Only) 
attribute. Usually, if a PIP 
eommand tail includes an existing RO 
file as a destination, PIP sends a 
query to the conzole to sake sure 
you want to write over the existing 
file. When this parameter follows a 
source name, PIP overwrites the RO 
_ “file without a console exchange. If 
_, ‘the command tail contains multiple 
«> ource files, this parameter need 
ogaly follew the last file in the 
eh BE a. 


‘ero, the parity bit. When this 
. perameter follows a source name, PIP 
/ ~~ Mets the parity bit of each data 
‘byte in the destination fila to 
zero. The source sust contain 
Character data. 


The following command conatructs the file NEWPROG. BAS 
on drive A by joining the two files CODE.BAS and 
DATA.BAS from drive A. During the copy operation, 
CODE.BAS is translated to lowercase, while DATA.BAS 
is translated to uppercase. 


A> PIP NEWPROG.BAS=CODE.BAS(L], DATA.BAS(U) 


The next command writes the character file 
WIDEFILE.SRC from drive A to the console device, but 
deletes all characters following the 80th column 
position. 


A> PIP CON: =WIDEFILE. SRC{ DSO J 


TP /M-8000 User's Guide PIP Command 


In the next example, she file LETTER.TXT from drive A 
is copied to LETTER.TXT on drive B. The LETTER. TXT 
file is also written to the screen as the copy 
operation proceeds. 


A>PIP B:=LETYER. TXT(LE]) 


The next command writes the file LONGPAGE.TXT from 
@rive B to the printer device. As the file is 
written, form-feed characters are removed and 
reinserted at the beginning and every 65th line 
thereafter. 


A>PIP LST: =B:LOMGPAGE. TXT[ PP6S J 


The next command writes the file PROGRAM.ASM from 
aQrive B to the printer device. The 8 parameter tells 
PIP to number each line. The TB parameter expands 
tabs to every eighth column. The U parameter 
translates lowercase letters to uppercase as the file 
is printed. 


B>PIP LST: =PROGRAM.ASM[ ETSU} 


The following command extractsz a portion of the 
LETTER. TXT file from drive A by searching for the 
character sequence “Dear Sir" before starting the 
copy operation. When found, the characters are 
copied to PORTION.TXT on drive A until the sequence 
“Sincerely” is found in the source file. Note that 
this PIP option can only be used when PIP is in the 
miltiple copy mode with the asterisk prompt, even if 
you do not intend to make multiple copies. This 
option cannot be used in single copy mode on the same 
line as the PIP command keyword. 


A>PIP 
* PORTION. IXT=LETTER. TXT(SDear Sir”Z QSincerely”Z) 


The next command copies all files with filetype CMD 
from drive A to drive B. The V parameter tells PIP 
to read the destination files to ensure that data was 
correctly transferred. The W parameter lets PIP 
overwrite any destination files that are marked as RO 
(Read-Only). The R parameter tells PIP to read files 
from drive A that are marked with the SYS (System) 
attribute. 


BxPIP Bs=A:*.CMD( VwR] 
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pe mars nanaeammmassanam emer amnenaeememneeetmnaammacatneteameenanmeen etnies 


Syntaz: 


Explanation: 


REN ({new-filespeceold~filespec} 


The REN command lets you change the name of a file 
that is cataloged in the directory 6f a disk. 


The new-filespec must not be the name of any existing 


file on the disk. The old-filespec identifies an . 


existing file on the disk. 


The REN command changes the name of the file named by 

old-filespec to the name given as new-filespec. If 
you put a space between the old-filespec and the 
equal sign or between the new-filespec and the equal 


-gign, you mst insert at least one space on the 


opposite side of the equal sign. 


cP/M-8000 offers you a second sethod of using the REY 
command. Type REN then ‘Press RETURN. REM presents 


‘the following display: 


the cursor appears following Enter Old Name:. . Enter 
the filespec you want to rename and press RETU Fos. 
The following line appears on your screen: 


Enter Yew Name: _ 


‘The cursor then appears following Enter New Mame:. 
‘Type in the new-fllespec and press RETURN to execute 


che REN comaand. 


Rew does not make a copy of the file. REN changes 
only the name of the file. 


tf you omit the drive specifier, REN assumes the file 
to rename is on the default drive. ‘You can include a 
drive specifier as a part of the new name. I[f both 
fe specifications name a drive, it sust be the same 
rive. 


tf the file given by the old name does not exist, REN 
displays the following message on the screen: 


No Pile 
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Examples: 


If the file given by the new name is already present 
in the directory, REN displays the following message 
on the screen: 

Pile Already Exists 

REN does not allow for wildcard filenames or 
filetypes. If you try to use a wildcard, REN tells 
you: 

No wildcard filenames 

The following command renames the file MORTAL.LST to 
IMMORTAL.LST on drive A. 

A>RES: IMMORTAL .LST=MORTAL-LST 

If you enter the following command: 

A>REN | 

The system prompts for the filespecs: 

Enter Gld Mane :<.PRH 

Enter New Nawe:Y.Pae 

p> 

Pile X.PRN is renamed Y¥.PRN on drive A. 


In the following example, the file Y.PLI changes to 
X.PAS on drive A. 


BRE Ask. PAS“Y.PLI 

In the next command, the file OLODLIST changes ts 
NEWLIST on drive 8. Because the second drive 
specifier, B: is implied py the first one, it is 
unnecessary in this example. 

A>REN. Bt HEWLIST=BrOLDLIST 


The command line above has the sane effect as the 
following: 7 


A>REW 3:NEWLIST=OLDLIST 
or 


A>REN HEWLIST=B:OLDLIST 
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. a, 


STAT Command 





Syntax: 


Explanation: 








STAT 

STAT filespec [Rol Rw/SYS|DIR/ SIZE} 
STAT ({d:}DSK: | USR: 

STAT VAL: | DEV: 


The various forms of the STAT command give you 
information about the disk drives, files, and devices 


‘associated with your computer. STAT lets you change 


the attributes of files. You can also assign 


physical devices to the STAT logical device names. 


Note that the options following filespec can appear 
in square brackets, (J, or without delimiters as 
shown in the syntax section above. 


The notation RW tells you that a file is in a Read< 
Write state so that data can be both read from ané 
written to the file. A file marked RO, Read-Cnly, 
can be. read from but net written to. 


= Inlike other. ep /M products, you cannot use STAT in 
GP/M-8600 | to get a drive to a Read-Only state. 


Drives are in a Read-Write state by default and 
become Read-Only only when you remove a disk on which 
a file is open. The drive raverts to a Read-Write 
state whenever you exit a program or type a CTRL-cC, 
either of which causes a warm boot. See Jection 4 
for a diacusasion of terminating programs and the term 


"warm boot.” 


Except for STAT VAL: and STAT DEV:, the STAT commands 
allow you to use a drive specifier. In CP/m-8000, 

you can specify a drive that is different from the 
currently logged-in drive. The drive letter that 
appears in your system prompt identifies the logged- 
in drive. Execution of a STAT command with a drive 
specifier that differs from the logged-in drive does 
not change the logged-in drive. 


In a STAT command, when you speci:fy a drive that is 
different from the logged-in drive, you place that 
drive in active status. Active status is any drive 
accessed since the last warm or cold start. If you 
execute a STAT or STAT DOSK: command without 
specifying a drive, STAT responds with information 
for any or all drives on active status. 
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Pree Space on Disk 


Syntax: 


Explanation: 


Examples: 


STAT {d:} 


STAT with no command tail reports the amount of free 
storage space that is available on all on-line disks. 
This form of the STAT command reports free space for 
only those disks that have been accessed since CP/M- 
8000 was last started or reloaded. You can find the 
amount of free space on a particular disk by 
including the drive specifier in the command tail. 


This form of the STAT command displays information on 
your screen in the following form: 


ad: RW, Free Space: onk 


where d is the drive apecifier, and nis the number 
of Kilobytes of storage ramaining on the disk in the 
a@rive specified by d. 


Suppose you have two disk drives containing active 
disks. Suppose also that drive A has 16K (16,384) 
bytes of free space, while drive B has 32K (32,768) 
bytes of free space. After you enter the STAT 
command, you see the following messages display on. 
your screen: 


A>STAT 
A: RW, Pree Space: 16k 


B: RW, Free Space: 32k 


Suppose drive B has 98 kilobytes of storage that ia 
free for program and data storage. Enter the STAT 
comand, specifying drive B: the following message is 
displayed on your screen: 


A?@TAT Bs 


B: RW, Free Space: 9BK 
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Files - Display File Space and Access Mode 


Syntax: 


Explanation: 


STAT filespec {SIZE} 


This form of the STAT command displays the kilobytes 
of space used by the specified file. It also 
displays the Access Mode of the file. STAT accepts 
wildcards in the filename and filetype part of the 
command tail. When you include a wildcard in your 
file specification, the STAT command displays a list 
of qualifying files, with their file characteristics, 
from the default or specified drive. STAT also sorts 
this list alphabetically. 


Hote that the SIZE option following the filespec can 
be enclosed in square brackets, (J, be preceded by a 
dollar sign, 3, or be included in the command with no 
delimiter, as in the preceding syntax line. 


vob 2 /M-8000 supports four file Access Modes: 


2 


RO): The file has the Read-Only attribute that 


allows data to come from the file, but the file 
_ @annot be altered. 


ie 


7 he file has the Read-#rite attribute that 


allows data to move either to or from the file. 


SYS The file has the system attribute. System 


-#iles do not appear in DIR (directory) 
* @isplays. Use DIRS to show systen (SYS) files. 
Use the STAT ‘command to display all files 
including those with the systems attribute. The 
SYAT command shows systen files in parentheses. 


DIR The file has the directory attribute and 
appears in DIR (directory) displays. 


A file has either the RO or RW attribute, and either 
the SYS or DIR attribute. By default, and unless 
changed by the STAT command, a file has the RW and 
DIR attributes. 


This format for the STAT command produces a list of 
file characteristics under five headings: 


e The first colum displays the number of records 
used by the file, where each record is 128 bytes in 
length. This value is listed on your screen under 
the colum marked Recs. 
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@ The second column displays the number of kilobytes 
used by the file, where aach kilobyte contains 
1,024 bytes. This value is listed under Bytes. 


e The third column displays the number of directory 
entries used by the file. This value appears under 
the FCBse column. PCB (File Control Block) is 
another name for a directory entry. 


@ The Access Modes are displayed under the Attributes 
columm. 


e The ‘tile specification, consisting of the drive 
specifier, ‘filename, and filetype of the file 
appears under Name on your screen. 


Use the SIZE option to tell STAT to compute the 
Virtual file size of each file. The virtual and real 
file size are identical for sequential files, but can 
differ for files. written in random mode. When you 
use SIZE, the additional column, marked Size, is 
displayed on the screen. The valua in this colum 
represents the number of filled and unfilled records 
allotted to the file. 


Wnen you enter the command STAT *.*, STAT performs a 
directory verification to ensure that two files do 
not share the same disk space allocation, that is, 
the indicated file dies not share a portion of the 
diak with another file in the directory. If STAT 
finds a duplicate space allocation it displays the 
following message: 


Bad Directory on 4d: 
Space Allocation Conflict: 
User nn d:Zilename. typ 


STAT prints the user number and the name of the file 
containing doubly allocated space. More than one 
file can be listed. The recommended solution is to 
erase the listed files, and then type a CTRI-C. 


STAT does a complete directory verification whenever 
a wildcard character appears in the command tail. 
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Examples: 


STAT Command 


The following command tells STAT to display the 
characteristics of all files on drive B that begin 
with the letters MY, and have any filetype at all. 


AO@TAT BeMx*.* 
Assume that drive 8 contains three files that satisfy 


the file specification. The screen could display the 
following: ee 


Drive B: 


; User 0 
Recs Bytes Frcae Attributes Name 
16 2X 1 Dir RW B:MYPROG .SKW 
8 1K 1 Dir RO B«MYTEST .DAT 
32 18K 2 Sys RO B:MYTRAN .Z8K 
Total: 23K 4 (3 files, 21 - 1X blocks) 
B: RW, Free Space: 243K 


‘The next coanmand causes the same action as the 


previous command, but includes the Size colum in the 
display. 


 ADOWAT BeMy?.* SIZE ae 
Assume that MYTEST .DAT was written using random 


access from record number 8 through 15, leaving the 
first 8 records empty. The virtual file size is 16 
records, although the file only consumes eight 
recards. ‘The screen appears as follows: 


Orive &: oo . Qser 0 
Size Reese Bytes FCAs Attributes Mane 
16 1 «© 2K lL Sir RW B:MYPROG .3KN 
16 8 ik iL Oixr 86 SB<MYTEST .DAT 
32 32 isk 2 Sys RO BrMYTRAN .Z3K 
Total: 23K 4 (5S files, 21 - 1K blocks) 
5: RW, Pree Space: 243K 


Note that the figure for total bytes, 23K, includes 
directory space as well as space used for files. 
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Set File Access Modes (Attributes) 


Syntax: 


Explanation: 


Examples: 


STAT filespec RO |Rw {SYS [DIR 


This form of the STAT command lets you set the Access 
Mode for one or more files. Note that the option 
following filespec can be enclosed in square 
brackets, [J], be preceded by a dollar sign, $, or be 
included with no delimiter as shown abave. 


The four Access Modes, described above, are: 


RO 
RW 
sY¥s 
DIR 


A file can have either the RO or RW Access Mode, but 
mot both. Similarly, a file can have either the SYS 
or DIR Access Mode, but not both. 


This command sets the Access Mode for the file 
LETTER.TXT on the default drive to Read-Only. 


h>STAT LETTER. TXT RO 


The following message appears on your screen if the 
file is present: 


LETTER.TXT set to RO 

The following command: 

BoSTAT A:*.Z8K SYS 

sets the Access Mode for all files on drive A with 
filetype Z8K to SYS. Given that the three command 
files PIP, ED, and STAT are present on drive A, the 
following message appears on your screen: 

PIP .Z8K set to SYS 


ED.Z8K set to SYS 
STAT.Z8K set to SYS 


CP/mM-8000 User's Guide STAT Command 


Display Disk Status 


Syntax: 


Explanation: 


Zxanmp les: 


STAT (da: ]DSK: 


This form of the STAT command displays information 
concerning the internal characteristics of your disk 
storage system for all on-line disk drives placed in 
active status. This. form of the STAT command is 
provided for advanced programming functions, and is 
mot necessary for your everyday use of CP/M-8000. 


This STAT command displays information about drive A 
ami any other drives that have been placed in active 


status: ; 


AP @TAT DSK: 
STAT supplies numbers for n in the following form: 


As Deive Characteristics 
nonn: 1238 Byte Record Capacity — 
nnnn: Kilobyte Rrive Capacity 
annn: 32 Syte Directory Entries 
nonn: Checked Directory Entries 
annns 128 Byte Records/Directory Entry 
annn: 128 Byte Records/ Block 
minn: 128 Byte Records/Track 
anon: Reserved Tracks | 


The following command produces the type of 
{n formation shown in the previous example, but for 


A BTAT BeDSK: 


Display User Nambers with Active Files 


Syntax: 


Explanation: 


STAT (d:}USR: 


This form of the STAT command lets you determine the 
user numbers that have files on the disk in the 
specified drive. 


User numbers are assigned to files that are created 


under CP/M-S000. Use this form of the STAT command 
to determine the active user numbers on a disk. 
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Examples: 


Command 


This command displays the user numbers containing 
active files on the disk in drive A. 


A-STAT USR: 


Display STAT Comsands and Device Names 


Syntax: 


Explanation: 


Examples: 


Display and Set Prysical-to-Logical 


Syntax: 


Explanation: 


STAT VAL: 
STAT VAL: displays a summary of the general forms of 
the STAT commands. It also displays the possible 


physical device names that you can assign to each of 
the four CP/M-8000 logical device names. 


The STAT VAL: display is shown below: 


A, STAT VAL: 


Set Attribute: d:filename.typ (Cro] (rw] (sys] (dir] 


Disk Statua : DSK: d@:DSE: 
User Statua : USR: @:USR: 
Iobyte Assign: 

CON: = TTY: : BAT: UCL: 
AXI: = TTY: PTR: URL: UR2: 
AXO: = TTY: PIP: UPL: UP2: 
LST: = TTY: CRT: LPT: Olli: 
A> 


Device Assiqnaents 


STAT DEV: 


STAT logical device: = physical device: 


STAT DEV: displays the current assignments for the 
four CP/M-8000 logical device names: CON:, RDR:, 
PUN:, and LST:. Use the second form of the above 
STAT command to change these current assignments. 
The command STAT VAL: displays the possible physical 
device mames that you can assign to each logical 
device name. Refer to the part of the STAT VAL: 
display entitled, Iobyte Assign, shown above. 


When you assign a physical device to a logical 


device, STAT assigns a value from 0 to 3 to the 
logical device name in what is called the lobyte. 
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Exanples: 


You can assign any of the listed physical device 
names to their appropriate logical device names. 
However, the assignment does not work unless you are 
using the proper Input/Output Port (1/0) on your 
computer, with the proper cable to connect the 
computer to the device, and the proper 1/0 driver 
routine for the particular physical device. This 
facility must be supported by the aanufacturer of 
your computer before the physical-to-logical 
assignments can be seaningful. 


A>STAT CON: = CRT: 
This command assigns the physical device name CRT: to 


the logical input device name CON:, which generally 
refers to the console. |. . 


AOGTAT LST: = LPT: 


The command above assigns the physical device naze 
LPT: to the logical output device name LST:, which 
generally refars to the list device or the printer. 
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SUBSMOT Command 





Syntax: 


Explanation: 


Example: 


{SUBMIT} {filespec (argumentl ... argument9) } 


The SUBMIT command lets you execute a group or batch 
of commands from a SUB file, which is a file with a 
filetype of SUB. 


Usually, you enter commands one line at a time. If 
you must enter the same sequence of commands several 
times, you might find it easier to batch the commands 
tegether using the SUBMIT command. To do this, you 
create a file and enter your commands in this file. 
The file is identified by the filename, and must have 
a filetype of SUB. When you issue the SUBMIT 
command, SUBMIT reads the file named by the filespec 
and prepares it for interpretation by CP/M-8000. 
When the preparation is complete, SUBMIT sends the 
file to CP/M-8000 line by line, as if you were typing 
each command. 


The following sample lines illustrate some of the 
variety of commands that can be entered in a SUB 
file: 


;This is an example SUBMIT file comment. 
DIR 

DIR *. BAK 

ERA *.BAK 

PIP LST:#S51.PRNCTS2 $3 $4) 

DIRS *.Z8K , 

PIP A:*.LTR 

DIR B: 


Creating the SUB File 


Explanation: 


The SUB file can contain any valid CP/M-8000 command 
or any valid CP/M-8000 command with SUBMIT 
parameters. You can even reference other SUB files 
in a SUB file. Embedded files of this Kind are 
treated as chained files, not nested files. That is, 
any commands following an embadded SUB file will be 
ignored; a SUB file called by another SUB file never 
returns to the caller after successful execution. 
For that reason, the last line in a SUB file is the 
only useful place for an embedded SUB file. 
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A semicolon is the delimiter used for a comment ina 
SUBMIT file. The comment must be entered on a line 
by itself and start in the first column of that line. 
Comments print on the congole axactly as they are in 
‘the SUBMIT file. 


You can put more than one command on a line if you 
’ separate each command with an exclamation mark. For 


example, 
AD ERA *.BAK | DIR *.Z8K 1 PIP $1:=$2:53(V] 


contains three distinct CP/M-8000 commands on one 
line of a SUBMIT file. The length of the line must 
‘net exceed 128 characters. 


Yeu can create the SUB file with the ED utility, with 
some other editor, or with a word processing progran. 


You can pasa arguments to SUB files when you execute 
them. Each argument you enter is assigned to a 
parameter in the suB. file. The first argument 
feplaces every occurrence of $1 in the file, the 
second argument replaces parameter $2, etc., up toa 
parameter $39. The $0 parameter always substitutes 
for the SUBMIT file itself. For example, if your 
file START.SUB contains the following commands: 


BRA $1.3AK 

DIR $2 

PIP A:818A:$2.28K 

PIP A: PINISH. SUB=@A:$0.SUB 


and you enter the following SUBMIT command: 
A>SUBMIT START SAM TEX 


SUBMIT substitutes these actual parameters for the 
symbolic stand-in parameters in your START.SUS file 
as sequential execution occurs. In this example, the 
argument SAM is substituted for every $1 in the 
START.SUB file as sequential execution occurs, TEX is 
substituted for every occurrence of $2 in the 
START.SUB file, and START is substituted for $0. As 
each line is encountered in your SUB file, SUBMIT 
then executes this file, Line by line. The 
substitutions look like this to SUBMIT: 


ERA SAM. BAK 

DIR SAM 

PIP A:SAM=A: TEX. Z8K 

PIP A: FINISH. SUB@=START. SUB 
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Executing the 


Syntax: 


Explanation: 


If you enter fewer arguments in the SUBMIT command 
than there are parameters in the SUB file, the extra 
parameters are not used. 


If you enter more arguments in the SUBMIT command 
than there are parameters in the SUB file, the extra 
arguments are ignored. 


To include an actual dollar sign, $, in your SUB 
file, type two dollar signs in a row, $$. SUBMIT 
replaces them with a single dollar sign. For 
example, if you have a file SEARCH.SUB and it 
contains the line: 


DIR $l:*.S$SS$SS$$ 

and you anter the following SUBMIT command, 

A> GUBECLT SEARCH 5 

then the translated file contains the following: 
DIR B:*.$$$ 


The net effect in this example is that CP/M-8000 
looks for all files on drive B that nave the filetype 
of $$$. 


SUOBALET Coemend 


To appreciate how SUBMIT is executed, recall the 
syntax mentioned earlier: 


{SUBMIT} {f£ilespec (argumentl ... argument?) } 


Based on the above syntax, there are five ways of 
executing a SUBMIT command before the parameter list 
is evaluated: 


« 


SUBMIT filename.SUB 
SUBMIT filename 

fi lename.SUB 
filename 

SUBMIT 
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If the first form is used, CP/M-8000 first looks in 
your current user number for the filename you typed 
with the filatype of SUB. If that file specification 
is found there, SUBMIT tries to execute the file. If 
it is not found in your current user number, CP/M=- 
8000 then searches user 0 for filename.SUB. If it is 
net found in either user number, CP/M-8000 displays 
your filename followed by a question mark on your 
conaole. 


IZ the second form is used, CP/M-G000 appends the SUB 
filetype to your filename and searches for that file 
specification in your current user number, then in 
user 0, if need be. If that file specification is 
found, SUBMIT tries to execute the file. If it is 
not found, CP/M-8000 displays your filename followed 
By a question mark on your console. 


If the third form is used, CP/M-S000 assumes you want 
to invoke the SUBMIT command because you supplied the 
SUB filetype. If that file specification is found in 
your current user number (or user 0), SUBMIT tries to 
execute the file. If it is not found, CP/M-8000 
displays your filename followed by a question mark on 
“your console. 


If the fourth form is used, the general rules of file 
searching as set forth in Section 4 take precedence 
as shown in the following four steps: 


l. CP/M-8000 assumes you are trying to invoke a 
program file in your current user number, but 
CP/M-8000 does not assume you supplied a filetype. 
Therefore, CP/M~8000 first appends a filetype of 
Z8K to your filename and searches your current 
uger number for the file. Ifa file with your 
filename and a 28K. filetype is found, CP/M-8000 
executes that file without invoking SUBMIT. 


2. Ifa file with a Z8K filetype is not found. CP/M 

. 8000 substitutes a blank filetype for the Z&8K 
filetype it appended to your filename and searches 
for this file specification in your current user 
mumber. If such a file exists, it is executed and 
SUBMIT is again. bypassed. 


3. Tf the file specification with the blank filetype 
is not found, CP/M-8000 substitutes a SUB filetype 
for the blank filetype and searches for this file 
specification in your current user number. If 
filename.SUB is found, CP/M-8000 recognizes that 
you want to execute a SUBMIT file: control passes 
to SUBMIT, and SUBMIT tries to executa your file. 
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Example 


4. If CP/M-8000 is unable to find any of the above 
combinations in your current user number, it 
searches user 0 first for your filename.Z8K, then 
for your filename.<plank>, and finally for your 
filename. SUB. If none of these three file 
specifications are found in either the current 
user number or user 0, CP/M-8000 displays the 
command keyword followed by a question mark. 


If the fifth form (SUBMIT) is used, CP/M-8000 prompts 
you for your file specification: 

Enter Filename: 

The underscore represents your cursor's position. — 
You can then reply with a filename having a blank 
filetype or with a filename having a filetype of SUS. 
If you provide a blank filetype. CP/M-8000 appends 
the SUB filetype fer you. If you provide any 
filetype other than SUB or blank, CP/M-8000 rejects 
it aB inappropriate for SUBMIT and asks you to supply 
a filename with a filetype of SUB or bDilank. 

Enter SUBMIT at the systen prompt: 

A> SUBMIT 

the system prompts: 

Enter Pilename: 

Enter the é¢ilespec and arguments here, such as 
START B TEX 

Amather example could be: 


A>SUBMIT BUBBA 


where you enter the filename, BUBBA, after the 
program name, SUBMIT, on the command line. 


5-44 


CP/M-8000 User's Guide TYPE Command 


TYPE Command 





Syntax: 


Explanation: 


Exzaaples: 





TYPE (filespec} 


The TYPE built-in command displays the contents of a 
character file on your screen. If the file occupies 
more than a screenful of space, TYPE scrolls the file 
vertically up the screen. Press CTRL-S to stop the 
serolling and CTRL-Q to resume. Wildcards are not 
permitted with this command. 


Tab characters occurring in the file named by the 
file specification are expanded to every eighth 
column position of your screen. 


To abort the TYPE command while text is scrolling on 
your screen, press. CTRL-C. 


Be sure that the file specification you enter 
identifies a file containing character data. 


The following command displays the contents of the 
file MYPROG.ASM on your screen. 


AoTYPE MYPROG.ASM 


The next command displays the contents of the file 
THISPILE from drive 8B on your screen. 


A>TYPE Bs THISPILE 


TYPE can also he executed without a file 
specification in the command line. When you use TYPE 
in this manner, you are prompted for your file 
specification: 


Enter Pilename: _ 

The underscore represents your cursor's position. 
Respond with the file specification of the file whose 
contants you want to see displayed on your screen. 

Tf the file named by the file specification is not 
present on an on-line disk, TYPE displays the 
following message on your screen: 


Mo Pile 
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To list the file at the printer as well as on the 
screen, type a CTRL-P before entering the TYPE 
command line. To stop echoing Keyboard input at the 
printer, type a second CTRI-P. 
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USER Cemmand 





Syntax: 


Explanation: 


Examples 





USER (nuaber} 


QSER is a built-in command used to set the current 
user number. The disk directory can be divided into 
Giatinet groups according to user numbers ranging 
from 0 through 15. 


When CP/M-~8000 starts, 0 is the current user number. 
Executable files created under user 0 area accessible 
from any other user number. Piles that you create 
umder any user number other than 0 are not accessible 
under any other user number, except through the PIP 
command. See the G option of the PIP Command. 


The following command changes the current user number 
from 0 to 3. Note that the prompt changes to 3A>. 


A°USER 3 


3A> 


USER can also be executed without specifying the user 
number in the command line. [ff you do this, USER 
progpts you for your user new number. 


AUGER 

Enter User No: _ 

The underscore representa your cursor's pasition. 
Respond with the user number you want ¢o sake 
current. 


Enter User No:5 
SA> - 
The current user number is now 53 on drive A. 


End of Section 5 
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CP/M-8000 Editor 


Intreduction to ED 


To do almost anything with a computer you need some way to 
enter data, some way to give the computer the information. you 
want it to process. The programs sost commonly used for this 
task are called editors. They transfer your keystrokes at the 
keyboard to a disk file. CP/M-8000's editor is named ED. 
Using ED, you can create and alter CP/M-8000 text files. 


The correct command syntax for invoking the CP/M-8000 editor is 
given in "Starting ED." After starting ED, you issue commands 
that transfer text froma disk file to memory for editing. “ED 
Operation" details this operation and describes the basic text 
transter commands that allow you to easily enter and exit the 
‘editor. 


“Basic Editing Commands” details the commands that edit a file. 
“Combining ED Commands” describes how to combine the basic 
commands to edit more efficiently. Although you can edit any 
character file with the basic ED commands, ED provides several 
‘wore commands that perform more complicated editing functions, 
as described in “Advanced ED Commands." 


During an editing session, ED can return two types of error 
nessages. “ED Error Messages” lists these messages and 
provides examples that indicate how to recover from common 
editing error conditions. 


Starting ED 
Syntax: ED filaspec filespec 


To start ED, enter its name after the CP/M-8000 prompt, 
followed by a file specification that contains no wildcard 
characters. The file specification, MYFILE.TEX in the 
following example, specifies a file to be edited or created. 
The file specification can be preceded by a drive specifier but 
a drive specifier is unnecessary if the file to be edited is on 
your default drive. 


APED MYFILE. TEX 


P/M-8000 User's Guide Starting ED 


tionally, the file specification can be followed by a drive 
specifier, as shown in the following example. 


A>ED MYFILE.TEX B: 


In response to this command, ED opens the file to be edited, 
MYFILE.TEX, on drive A, but sends all the edited material toa 
file on drive B. 


Optionally, you can send the edited material to a file with a 
ifferent filename, as shown in the following example. 


AcED MYPILE.TEX YOURFILE.TEX. 


The file with the different filename cannot already exist or ED 
prints the following message and terminates. 


Gutput File Exists, Erase [t | 


The ED prompt, *, appears at the screen when ED is ready to 
accept a command, as shown below. 


A?ED MYFILE.TEX | 


. © 


If no previous version of the file exists on the current disk, 
ED automatically creates a new file and displays the following 
message: 


NEW FILE 


2 = 
Bote: Before starting an editing session, use the STAT command 
to check the amount of free space on your Gisk. Make sure that 
the unused portion of your disk is at least as large as the 
file you are editing. It should be larger if you plan to add 
characters to the file. When ED finds a disk or directory 
full, ED has only limited recovery mechanisms. These are 
explained in "ED Error Messages.” 


ED Operation 


With ED, you change portions of a file that pass through a 
memory buffer. When you start ED with one of the commands 
ahctm above, this memory buffer is empty. At your command, ED 
reads segments of the source file, for example MYFILE.TEX, into 
the memory buffer for you to edit. If the file is new, you 
must insert text into the file pefore you can edit. During the 

- edit, ED writes the edited text onto a temporary work file, 
MYFILE.S$$$. 
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When you end the edit, ED writes the memory buffer contents to 
the temporary file, followed by any remaining text in the 
source file. ED then changes the name of the source file from 
MYPILE.TEX to MYFILE.BAK, so you can reclaim this original 
material from the backup file if necessary. ED then renames 
the temporary file, MYFILE.$$$, to MYFILE.TEX, the new edited 
file. The following figure illustrates the relationship 
between the source file, the temporary work file and the new. 
Le. . 


Mote: When you invoke ED with two filespecs, an input and 
output file, ZD does not rename the input file to type .BAK; 
therefore, the input file can be Read-Only or on a write= 
protected disk if the output file is written to another disk. 





Figure 6—1. Overall ED Operation 


In Figure 6-1, the memory buffer is logically between the 
source file and the temporary work file. ED supports several 
commands that transfer lines of text between the source file, 
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the memory buffer, and the temporary (and eventually final) 
file. The following table lists the three basic text transfer 
commands that allow you to easily enter the editor, write text 
to the temporary file, and exit the editor. 


Table 6<-L. Text Transfer Commands 





Append the next n unprocessed source lines 
frem the source file to the end of the memory 
buffer. 


Write the first o lines of the mamory buffer 


to the temporary file tree space. 


End the edit. Copy all buffered text to the 
temporary ‘file, and copy all unprocessed 
source Lines to the temporary file. Raname 
files. 


Appending Text into the Buffer 


When you start ED and the memory buffer ig ampty, you can use 
the A (append). command to add text to the memory buffer. 


Hote: ED can numbér lines of text to help you keep track of 
data in the semory buffer. The colon that appears when you 
Start ER indicates that line numbering is turned on. Type -V 
after the ED prompt to turn the line number display off. Line 
numbers appear on the screen but never Decome a part of the 
output file. : 


A (Append) Command. 


The A command appends (copies) lines from an existing source 
file into the memory buffer; it takes the form: 


nA 


where n is the number of unprocessed source lines to append 
into the memory buffer. If a pound sign, #, is given in place 
of n, then the integer 65535 is assumed. Because the memory 
butifer can contain most reasonably sized source files, it is 
often possible to issue the command fA at the beginning of the 
edit to read the entire source file into memory. 


If nis 0, ED appends the unprocessed source lines into the 
memary buffer until the buffer is approximately half full. If 
you do not specify n, ED appends one line from the source file 
into the memory buffer. 
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ED Exit “ 


You can use the W (Write) command or the EZ (Exit) command to 
save your editing changes. The W command writes lines from the 
memory buffer to the new file without ending the ED session. 
An E command saves the contents of the buffer and any 
unprocessed material from the source file and exits ED. 


W (Write) Comman 


The W command writes lines from the buffer to the new file: its 
form is: 


awW 


where n ia the number of lines to be written from the beginning 
of the buffer to the and of the new file. If n ia greater than 
0, £D writes n lines from the beginning of the buffer to the 
end of the new file. Tf n is 0, ED writes lines until the 
buffer is half empty, The OW command is a convenient way of 
waking room in the memory buffer for nore lines from the source 
file. You can determine the number of Lines to write out by 
executing a OV command to check the amount of free space in the 
buffer, as shown below: 


ls *OV 
: 25000/ 30000 
oe 


The preceding display indicates that the total size of the 
memory buffer ia 30,000 bytes and there are 25,000 free bytes 
in the memory buffer. , 


‘Bote: After a W command is executed, you must enter the #2 
command to reedit the saved lines during the current editing 
saauion. . 


E_(2zit) Command 


An E command performs a normal exit from ED. The form of the £ 
command is: 


zE ° 
followed by a carriage return. 


When you enter an — command, £D first writes all data lines 
from the buffer and the original source file to the new file. 
Ifa .BAK file exists, ZED deletes it, then ranames the original 
file with the .BAK filetype. Finally, renanes the new file 
from filename.$$$ to the original filetype and returns control 
to the operating system. 
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The operation of the E command makes it unwise to edit a backup 
file. When you edit a BAK file and exit with an E command, ED 
erases your original file because it has a .BAK filetype. To 
avoid this, always rename a backup file to some other filetype 
before editing it with ED. 


Bote: Any command that terminates an ED session must be the 
only command on the line. 


Basic Editing Commands 


The text transfer commands discussed above allow you to easily 
enter and exit the editor. This section discusses the basic 
commands that edit a file. 


ED treats a file as a long chain of characters grouped together 
in lines. ED displays and edits characters and lines in 
relation to an imaginary device called the charactsr pointer 
(CP). During an edit session, you mist mentally picture the 
CP’s location in the memory buffer and issue commands to move 
the CP and edit the file. 


The following commands move the character pointer or display 
text in the vicinity of the CP. These ED commands consist of a 
numeric argument aod a single command letter and myst be 
followed by a carriage return. The numeric argument, no, 
determines the number of times FD executes a command; however, 
there are four special cases to consider in regard to the 
numeric argument: 


e If the numeric argument is omitted, ED assumes an argument of 
r 


@ Use a negative number if the command is to executed backwards 
through the memory buffer. (The B command is an erception). 


e If you enter a pound sign, #, in place of a mamber, ZD uses 
the value 65535 as the argumant. A pound sign argument can 
be preceded by a minus sign (-#) to cause the command to 
execute backwards through the memory buffer. 


e &D accepts 0 as a numeric argument only in certain commands. 
In some cases, O causes the command to be exacuted 
approximately half the possible number of times, while in 
other cases it prevents the movement of the CP. 


The following table alphabetically summarizes the basic editing 
commands and their valid arguments. 
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Table 6—2. Basic Editing Commands ~ 
Command Action 
B, <B Move CP to the beginning (B) or. end (-8) of 
. the memory buffer. 
ac, ac Move CP n characters forward (nC) or 
backward (-nC) through the memory buffer. 
nD, aD Delete n characters before (-nD) or after 
(nB) the cP. 
t Enter insert mode. 
Istring?Z Insert a string of characters. 
ak, -nk Delete (kill) n lines before the CP (-nK) 
er after the CP (nk). 
aL, nb. Move the CP n lines forward (nG) or 
backward (-nl) through the semory buffer. 
at, -aT = Type n lines hefore the CP (-nT) or after 
7 | -the 68 (at), | | 
n, -2 = Move the CP n lines before the CP (-n) or 


after the CP (n) and display the 
destination line. 7 


The following sections discuss ED's basic editing commands in 
wore detail. The examples in these sections illustrate how the 
commands effect the position of the character pointer in the 
memory buffer. Later examples in “Combining £D Commands" 
iliustrate how the comands appear at the screen. Yor these 
sections, however, the circumflex symbol (*) in command 
examples represents the character pointer, which you mat 
imagine in the memory buffer. 


Moving the Character Pointer 


This section describes commands that move the character pointer 
in useful increments but do not display the destination line. 
Although ED is used primarily to create and edit program source 
files, the following sections present a simple text as an 
example to make ED easier to learn and understand. 
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B ‘Becinning/Bottom) Command 


eect 


The B command moves the CP to the beginning or bottom of the 
memory buffer. The B command has two forms: 


B, -B 


-B moves the CP to the end or bottom of the memory buffer; 8B 
moves the CP to the beginning of the buffer. 


Cc (Character) Command 


The C command moves the CP forward or backward the specified 
number of characters; it takes the form: 


ne, ent 


where n is the number of characters the CP is to be moved. A 
positive number noves the CP towards the end of the line and 
the bottom of the buffer. A negative number moves the CP 
towards the beginning of the line and the top ef the buffer. 
You can enter anon large anough to sowe the CP. to a different 
line. However, each line is separated from the next by two 
inviaible characters: a carriage-return and a line feed 
represented py <‘¢or><1Lf>, You most compensate for their 
presence. For example, if the CP ware positioned bafore the E 
of Emily, the command 30C moves the CP to the next Line: 


Emily Diekinson said, <cr»«<12> 
“I find ecstasy in Living -<er><lf£> 


L (Line) Command 


The L command moves the CP the specified number of lines. 
After an L command, the CP always points to the beginning of a 
lina. The forms af the L command are: 


nL, “aL 


where n is the number of lines the CP is to be moved. A 
positive number moves the CP towards the end of the buffer. A 
negative number moves the CP back toward the beginning of the 
buffer. The command 2L moves the CP from the first example 
line two Lines forward through the memory buffer and positions 
the character pointer at the beginning of the line. 


Emily Dickinson said, <er>«l1f> 


“I find ecstasy in living -<cer><lf>» 
“the mere sense of Living<s<er><l£> 
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ah, 
The command -L moves the CP to the beginning of the previous 
line, even if the CP originally points to a character in the 
middle of the line. Use the special character 0 to move the CP 
to the beginning of the current line. 


io (Number) Command 


The n command moves the CP and displays the destination line. 
The forms of the n command are 


Re oH 


where n is the number of lines the CP is to be moved. in 
response to this command, ED moves the CP forward or backward 
the number of lines specified, then prints only the destination 
line. 


Emily Dickinson said,<er><l1f>  . a 
“"T find ecstasy in Living -<er><1é> 


A further abbreviation of this command is to enter no number at 
all. In response to a carriage return without a preceding 
command, ED assumes an n command of | and moves the CP down to 
the next line and prints it. ne oo 


Emily Dickinaon said, ser>*«lt> .. . 
"I find ecstasy in living <ar? <4e> 


‘Also, a sinus sign, -, without. a ‘guaber moves the cP back one 
line. 


Displaying Memory Buffer Contents 
ED does not display the contents of the memory buffer until you 


specify which part of the text you want to see. The T command 
displays text without moving the C?. 


Tv (Type) Command 


The T command types a specified number of lines from the CP to 
the screen. The T command takes the forms: 


nt 0 -aTvT . , 
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where n specifies the number of lines to be displayed. If a 
negative number is entered, ED displays n lines before the CP. 
A positive number displays n lines after the CP. If no number 
1s specified, ED types trom the character pointer to the end of 
the line. The CP remaing in its original position no matter 
how many lines are typed. For example, if the character 
pointer is at the beginning of the mamory buffer, and you 
instruct ED to type four lines (4T), four lines are displayed 
at the screen, but the CP stays at the beginning of line l. 


“Emily Dickinson said, <er><1L£> 

"I find ecstasy in living -<er><lt» 
the mere sense of living 

is joy enough." 


If the CP is between two characters in the middle of the Line, 
a T command with no number specified types only the characters 
between the CP and the end of the Line, but the character 
pointer stays in the same position, as shown in the nemory 
buffer example below. a 


“I find ec”stasy in living - 


Whenever ED is displaying taxt with the T command, you can 
enter a CTRI-S to stop the dieplay, them a CTRL-Q when you're 
ready to continue scrolling. Enter a CTRL-C to abort long 
type-cuts. er ‘ ee 


Deleting Characters 


D (Delete) Command 


The D command deletes a apecified number of characters and has 
che forms: 


nD, end 


‘where n is the number of characters to be deleted. If no 
number is specified, ED deletes the character to the right of 
the CP. A positive number deletes multiple characters to the 
right of the CP, towards the bottom of the file. A negative 
number deletes characters to the left of the CP, towards the 
top of the file. If the character pointer is positioned ‘in the 
memory buffer as shown below, 


Emily Dickinson said, <er><1£> 

"I find ecstasy in living -<er><lf> 
* She mere sense of livingser><l£> 

LS joy “enough. "<«cr><lLf> 
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the command 6D deletes the six characters after the CP, and the 
resulting memory buffer looks like this: 


Emily Dickinson said, <er><l1f> 

“I find ecstasy in living -<cr><l1f> 
the mere sense of living<cr><1lf> 

is joy “."“<ar><1L£> 


You can also use a D command to delete the <cr><lf> between. two 
lines to join them together. Remember that the <cr> and <li> 
are each counted as a character. 


K_ (Kill) Command 


The K command kills or deletes whole Lines from the semory 
buffer and takes the forms: 


ak, =k 


where n is the number of lines to be deleted. <A positive 
numer kills lines after the CP. A negative number kills lines 
before the CP. When no number is specified, ZD kills the 
current line. If the character pointer is at the beginning of 
the second line (as shown below), 


Emily Dickinson said, <er><1£> 

“"I find acstasy in living ~<cr?<1£> 
the mere sense of Living<er><l1f£> 

is joy enough. “<er><1£> 


then the command ~K deletes the previous line and the mesory 
buffer changes: 


“*I find acatasy in living ~<cr><L#> 
the mere senge of living<er><lf> 
is joy enough. *<er><lf> 


Tf the CP is in the middle of a line, a K command kills only 
the characters from the CP to the end of the line and 
concatenates the characters before the CP with the next line. 
A ~K command deletes all the characters between the beqinning 
of the previous line and the CP. A OK command deletes the 
characters on the line up to the CP. 


You can use the special # character to delete all the text from 
the CP to the beginning or end of the buffer. Be careful when 
using #K because you cannot reclaim lines after they are 
removed from the memory buffer. 
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Inserting Characters into the Memory Buffer 


Sa 
he 


wonsert) Command 


To insert characters into the memory buffer from the screen, 
use the I command. Its forms are: 


+ 
*~ 


Istring”Z 


When you type the first command, ED enters insert mode. In 
this mode, all keystrokes are added directly to the memory 
buffer. ED enters characters in lines and does not start a new 
line until you press the ENTER key. 


A>ED B:QUOTE. TEX 


NEw FILE 
Fide § 
1: Emily Dickinson said, 
2: “I find ecstasy in living - 
3: the mare sense of living 
4 is joy enough.” 
<2 a 


* 


« 
° 
« 

- 


Bote: To exit from insert mode, you mugt press CTRL-Z or ESC. 
When the ED prompt. *, appears on the screen, ED is not in 
insert mode. 


in command mode, you can use CF/M-8000 line-editing control. 
characters to edit your input. The table below lists these 
control characters.. et 


Table 6-3. CP/m-8000 Line-editing Controls 







CTRL=C Abort the editor and return to the CP/M- 
BOOO syaten. 






Return carriage for long lines without 
transmitting command line to the buffer. 















Delete the last character typed on the 
current line. 





CTRL=-U Delete the entire line currently being 
typed. 
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Table 6-3. (continued) 


p 


Delete the entire line currently being 
typed. Same as CTRL-U. 


Remove the last character and echo deleted 
character at the screen. 





Bote: In insert aode, the same Line-editing controls exist 
except for CTRL-C and CTRL-Z. . 


When entering a combination of numbers and letters, you might 
find it inconvenient to presa the CAPS-LOCK key if your 
terminal translates caps-locked numbers to special characters. 
ED provides two ways to translate your alphabetic input to 
uppercase without aftecting numbers. The first is to enter the 
insert command letter in uppercase: I. All alphabetics 
entered during the course of the capitalized command, either in 
insert mode or as a string, are translated to uppercase. (I£ 
you enter the insert command letter in lowercase, ali 
alphabetics are inserted as typed). The second method is to 
enter a U command before inserting text. Uppercase translation 
vemains in effect antdl you enter a -U command. 


Istring"Z (Insert String) Command ~~ 


The second form of the I command does not enter insert mode. 
Tt inserts the character string into the memory buffer and 
returns immediately to the ZD prompt. You can use CP/M-9000's 
Line editing control characters to edit the command atring. 


To insert a string, first use one of the commands that position 
the CP. You must move the CP to the place where you want to 
insert a string. For example, if you want to insert a string 
at the beginning of the first line, use a 3 command to neve the 
CP to the beginning of the buffer. With the CP positioned 
correctly, enter an insert string, as shown below: 


iIlmn 1870, “2. 
This inserts the phrase “In 1870, “ at the beginning of the 
first line, and returns immediately to the ED prompt. In the 
memory buffer, the CP appears aftar the inserted string, as 
shown below: 


In 1870, “Emily Dickinson said. <er><Lf> 
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Replacing Characters 


semen rine 


S .Substitute}) Command 


The S command searches the memory buffer for the specified 
string, and when the string is found, the S command 
automatically substitutes a new string for the search string. 
The S command takes the forn: 


nSsearch string’ Znew string 


where nis the number of substitutions to make. If no number 
18 specified, ED searches for the next occurrence of the search 
string: in the memory buffer. For example, the command: 


Emily. Dickinson“ ZThe poet 


saarches for the first occurrence of “Emily Dickinson” and 
substitutes “The poet.” In the memory buffer, the CP appears 
after the substituted phrase, as shown pDelow: 


The poet* said, <er><lf> 


If uppercase translation is enabled by a capital S command 
letter, ED looks for a capitalized search string and inserts a 
capitalized insert string. Note that if you combine this 
_Command with other commands, you must terminate the new string 
with a CTRL-Z. 


Combining ED Commands 


it saves keystrokes and editing time to combine the editing and 
display commands. You can type any number of ED commands on 
the same line. ED executes the command string only after you 
press the carriage~-return key. Use CP/M-8000's line-editing 
controls to manipulate ED command strings. 


When you combine several commands ona line, ED executes them 
in the order they are entered, from left to right on the 
command line. There are four restrictions to combining ED 
commands : 


e The combined—command line must not exceed CP/M-8000's 12B- 
character maximun. 


e If the combined-command line contains a character string, the 
line must not exceed 100 characters. 


e Commands to terminate an editing session must not appear ina 
combined=command Line. 
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e Commands, such as the [, J, R&R, S, and X commands,* that 
require character strings or filespecs mst be either the 
last command on a line or must be terminated with a CTRL-Z 
or ESC character, even if no character string or filespec is 
given. . 


While the examples in the previous section show the memory 
buffer and the position of the character pointer, the examples 
in this section show how the screen looks during an editing 
session. Remember that the character pointer ig imaginary, but 
you must picture its location because ED's comaands display and 
edit text in relation to the character pointer. 


Moving the Character Pointer 


To move the CP to the end of a line without calculating the 
mumber of characters, combine an L comeand with a C command, L- 
2c. This command string accounts for the ‘cr><lf> sequence at 
the end of the line. 


Change the C command in ‘this command etring to move the CP nore 
characters to the left. You can use this command string if you 
miat make a change at the end of the line amd you do not want 
to calculate the number of characters before the change, as in 
the following example. 


lz: “© 
Ll: Emily Dickinson said, 
1: "%-7cT 


lL: * 


Displaying Text 


AT coumarmd types from the CP to the end of the line. To see 
the entire line, you can combine an L command and a T command. 
Type OLT to move the CP from the middle to the beginning of the 
line and then display the entire line. In the example below, 
the CP is in the middle of the line. OL moves the CP to the 
beginning of the line. T types from the CP to the end of the 
line. allowing you to see the entire line. 


3: “FP 
sense of living 
3: *"OLT 
3: the mere sense of living 
3: * . 


The command OTT displays the entire line without moving the CP. 
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To verify that an ED command moves the CP correctly, combine 
the command with the T command to display “the line. The 
following example combines a C command and a T command. 


2: *ecT 
ecstasy in living - 
2: * . 


: *Bet 
: Emily Diekingson said, 
2: “I find ecstasy in living - 
: the mere sense of living 
4: is joy enough.” 
« « - 


Editing 


To edit text and verify corrections quickly, combine the edit 
commands with other ED commands that move che CP and display 
text. Command strings like the one below move the CP, delete 
specified characters, and verify changes quickly. 


lL: *LSCSDOLT 
i: Emily Dickinson, 
lL: * 


Combine the edit command K with other ED commands to delete 
entire lines and verify che correction quickly, as shown delow. 


Ll: *2L2KB¢T 
1: Emily Dickinson said, 
2: "I find ecstasy in living - 


The abbreviated form of the I (insert) command makes simple 
textual changes. To make and verify these changes, combine the 
I command string with che C command and the OLT command string 
as shown below. Remember that the insert string must be 
terminated by a CTRI-Z. 


Ll: *20Ci to a friend” ZOLT 
l: Emily Dickinson said to a friend, 
¥ ‘ 
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Advanced ED Commands 


The basic editing commands discussed above allow you to use ED 
for all your editing. The following ED commands, however, 
enhance ED's use fulness. 


Moving the CP and Displaying Text 


P (Page) Command 


Although you can display any amount of text at the screen with 
a T command, it is sometimes more convenient to page through 
the buffer, viewing whole scraens of data and moving the CP to 
the top of each new screen at the same time. To do this, use 
ED's P command. The ? command takes the following forma: 


nP, -nP 


where no is the number of pages to be displayed. If you do not 
specify n. ED types the 23 lines following the CP and then 
moves the CP forward 23 lines. This leaves the CP pointing to 
the first character on the screen. _ 

fo display the current page without moving the CP, entar OP. 
The special character 0 prevents the movement of the CP. If 
you specify a negative number for na, P pages backwards towards 
the top of the file. 


a: (Line Number) Command 


When line numbers are being displayed, ZED accepts a line number 
as a command to specify a destination for the CP. The form for 
the line number command is 


ns 


where n is the number of the destination line. This command 
places the CP at the beginning of the specified line. Por 
example, the command 4: moves the CP to the beginning of the 
fourth Line. 


Remember that ED dynamically renumbers taxt Lines in the buffer 
each time a line is added or deleted. Therefore, the number of 
the destination line you have in mind can change during 
editing. 
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Lee! 
— 


(Through Line Number) Command 


The inverse of the line number command specifies that a command 
should be executed through a certain line number. You can use 
this command only with three ED commands: the T (type) 
command, the L (line) command, and the K (kill) command. The 
?n command taxes the following form: 


tncomaand 


where nis the Line number through which the command is to be 
executed. The :n part of thé command does not move the CP, but 
the command that follows it might. 


You can combine nm: with :n to specify a range of lines through 
wnich a command should be executed. For example, the cammand 
2::47 types the second, third, anc fourth lines, as shown 
Dalow. 


Ll: *22:4T 

2: “I find ecstasy in living - 
3: the mere sense of Living 

: dis joy enough.” 

« ©& . 


Finding and Replacing Character Strings 


fr 


ED supports a find command, F, that searches through the mesory 
buffer and places the CP after the word or phrase you want. 
The N command allows ED to search through the entire source 
Sile instead of just the buffer. The J command searches for 
and then jurtaposes character strings. 


(Find) Command 


The F command performs the simplest find function. Its form is 
nFstring 


where n is the occurrence of the string to be found. Any 
number you enter muat be positive because ED can only search 
from the CP to the bottom of the buffer. If you enter no 
mimber, ED finds the next occurrence of the string in the file. 
In the following example, the second occurrence of the word 
“living” is found. 


lL: *2flLiving 
3: * 
The character pointer moves to the beginning of the third line 


where the second occurrence of the word “living” is located. 
To display the line, combine the find command with a type 
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Command. Note that if you follow an F command with another ED 
command on the same line, you must terminate the string with a 
CTRL-Z, as shown below. 


Ls *2fLiwing“Z01t 
ais the mere sense of living 


It makes a difference whether you enter the F command in upper- 
er lowercase. If you enter 7, ED internally translates the 
argument string to uppercase. If you specify f£, ED looks for 
an exact match. For example, FCp/m-9000 searches for CP/M- 
8000, but fCp/m-8000 searches for Cp/m-8000 and cannot find 
CP/M~8000, or cp/m~8000. 


Tf BD does not find a match for the string in the memory 
buffer, it issues the nessage: 
% m : . 


BREAK “#" AT 


where the symbol’? indicates that the search failed during the 
execution of an 7 command. 


‘The Ncomand extends the search function beyond the memory 
buffer to include the source file. ff the search is 


successful, it leaves the CP pointing to the first character 
after the search string. The fors of the command is 


nNistring 


where n is the occurrence of the string to be found. If no 
nuaber is entered, ED looks for the next occurrence of the 
string in the file. Using an uppercase N in an 4 command has 
the same effect as an uppercase F in an F command. Note that 
if you follow an N command with another £D command, you gust 
terminate the string with a CTRL-Z. 


When an N command is executed, ED searches the nemory buffer 
for the specified string. If £D does not find the string, it 
does not issue an error nessage. Instead. ED automatically 
writes the searched data from the buffer into the new file. 
Then ED performs a OA command to fill the buffer with 
unsearched data from the source file. 2D continues to search 
the buffer, write out data, and append new data until it either 
finds the string or reaches the end of the source file. If ED 
reaches the end of the source file, ED issues the following 
message: 


BREAK "#" AT 
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Because ED writes the searched data to the new file before 
looking for more data in the source file, ED usually writes the 
contents of the buffer to the new file before finding the end 
af the source file and issuing the error message. 


Bote: You must use the H command to continue an edit session 
after the source file is exhausted and the memory buffer is 
emptied. 


J_(Juxtapose) Command 


The J command inserts a string after the search string, then 
deletes any characters between she end of the inserted string 
to the beginning of the third (delete-to) string. This 
juxtaposes she string between the search and delete-to strings 
with the insert string. The form of the J command is 


nJsearch string” Zinsert string Zdelete-to string 


where n is the occurrence of the search string. If no number 
is specified, ED searches for the next occurrence of the search 
string in the memory buffer. In the following example, ED 
searches for the word “Dickinson” and inserts the phrase “told 
a. friend” after it and then deletes everything up to the conma. 


“#T 

Emily Dickinson said, 

"I find ecstasy in living - 
the mera sense of living. 

is joy enough.” 

*43Dickinson"% told a friemd”s, 
“Olt. 

Emily Dickinson told a friend, 
* 


ae me 08 


al ll oe a the a 


ae a6 G8 88 ae Oe 
. & 


If you combine this command with other commands, you mist 
tarminate the delete-to string with a CTRL-Z or ESC. (This is 
shown in the following example). If an uppercase J command 
letter is specified, ED looks for uppercase search and delete- 
to strings and inserts an uppercase insert string. 


The J command is especially useful when revising comments in 
assembly language source code, as shown below. 


236: SORT. LXI BH, SW ° ;ADDRESS TOGGLE SWITCH 
236: *3; “ZADDRESS SWITCH TOGGLE"Z°L ZSOLT 

236: SORT LXIT H, SW -ADDRESS SWITCH TOGGLE 
236: * 
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In this example, ED searches for the first semicoloft and 
inserts ADDRESS SWITCH TOGGLE after the mark and then deletes 
to the <cr><lf> sequence, represented by CTRL-L. (In any 
esearch string, you can use CTRI-L to represent a <cr><1£> when 
your desired phrase extends across a line break. You can also 
use a CTRL-I in a search string to represent a tab). 


Motes [ff long strings wake your command longer than your 
sereen line length, entar a CTRL-E to cause a physical carriage 
return at the screen. A CTRL-E returns the cursor to the left 
edge of the screen, but does not send the command line to ZED. 
femeaber that no ED command line containing strings can exceed 
100 characters. When you finish your command, press the . 
eartiage-return key to send the command to ED. 


M 0) Command 


wa 2D macro command, M, can increase the usefulness of a string 
of commands. The M command allows you to group ED commands 
together for repeated execution. The form of the M command is 


nMicommand string | 


where n is the number of times the command string is to be 
_ executed. A negative number is not a valid argument for an 
qoumand. If co nusber is specified. the special character # is 
aseumed, and ED executes the command string until it reaches 
the end of datas in the buffer or the end of the source file. 
depending on the commands specified in the string. In the 
ing example, ED executes the four commands repetitively 

until it reaches the end of the gemory buffer: 


Ll: "efliving *Z—6diliving“Z0lt 
2: “I find ecatasy in Living - 
32 the mere sense of Living 


BREAK “#”° AT “Z 
3: * 


The terminator for an M command is a carriage return; 
therefore, an M command must be the last command on the line. 
Also, all character strings that appear in a macro aust be 
terminated by CTRL-% or ESC. If a character string ends che 
Ccombined-command string, it aust be terminated by CTRL-Z, then 
followed by a <cr> to end the M command. 
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The execution of a macro command always ends in a BREAK "#”" 
message, even when you have limited the number of times the 
macro is to be performed, and ED does not reach the end of the 
buffer or source file. Usually the command letter displayed in 
the message is one of the cammands from the string, not M. 


To abort a macro command, prese CTRL-C at the Keyboard. 


Meving Text Blocks 


To move a group of lines ‘rom one area of your data to another, 
use an X command to write the text block into a temporary LIB 
file, then a K command to remove these lines from their 
original location, and finally an R command to read the block 
into its new location. 


X (Transfer) Command 
The X command takes the forms: 


nx 
nX filespec”Z 


where o is. the number of lines from the CP towards the bottom 
of the buffer that are to be transferred to a tamporary file: 
therefore, n must always be a positive number. If no filename 
is specified, XSSS$5$$ is assumed. If no filetype is 
specified, LIB is assumed. I! the X command is not the last 
comand an the line, the command must be terminated by a CTRL-Z 
er ESC. In the following example, just one line is transferred 
to the temporary file: 


l: 

Ls *t 

l: Emily Dickinson said, 
Ll: “kt 

} 

1 


“I find ecstasy in living -| 
Ad 


If no library file is specified, ED looks for a file named 
XSSSSSS$.LIB. If the file does not exist, ED creates it. Ifa 
previous X command already created the library file, ED appends 
the specified lines to the end of the existing file. 


Use the Special character 0 as the n argument in an X command 
to delete any file from within ED. 


CcP/M-8000 User's Guide Advanced ED Commands 


R (Read) Command 


The X command transfers the next n lines from the current line 
to a library file. The R command can retrieve the transferred 
lines. The R command takes the forms: 


R 
R£ilespec 


If no filename is specified, XSSSSS$5 is assumed. If no 
flletype is specified, LIB is assumed. R inserts the library 
file in front of the CP; therefore, aftar the file is added to 
the memory buffer, the CP points to the same character it did 
before the read, although the character ig on a new Line 
numer. If you combine an R command with other commands, you 
mist separate the filename from subsequent command letters with 
a CTRL-Z, as in the following axample. Here ED types the 
entire file to verify the read. 


le *41 

: *R°ZBe? 

1: “I find ecstasy in living - 
2: the mere senas of Living 

3: is joy enough.” 

4: Emily Dickinson said. 

l: * 


Saving or Abandoning Changes: ED Exit 
You can save or abandon editing changes with the following 
three commands. 

= dof File mma rd 
An H command saves the contents of the memory buffer without 
ending the ED session, but it returns to the “head” of the 
file. It saves the current changes and lets you reedit the 
file without exiting ED. The form of the H comand is 
a ; 


followed by a carriage return. 
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To execute an 8H command, ED first finalizes the new file, 
cransferring all lines remaining in the buéfer and the source 
file to the new file. Then ED closes the new file, erases any 
BAK file that has the same file specification as the original 
source file, and renames the original source file filenama.BAK. 
ED then renames the new file, which has had the filetype SSS, 
with the original file specification. Finally, ED opens the 
newly renamed file as the new source file for a new edit, and 
opens a new SSS file. When ED returns the * prompt, the CP is 
at the beginning of an empty memory buffer. 


If you want to send the edited material to a file other than 
the original file. use the following command: 


A>ED filespec different filespec 


I= you then restart the edit with the H command, ED renames the 
Sile diftferentfilename.$SS to differenzfi lename.BAK and creates 
a new file of ditferentfilespec wnen you finish editing. 


QO Original) Command 


pews 


An O command abandons changes made since the beginning of the 
edit and allows you to return to the original source file and 
begin reediting without ending the ED session. The form of the 
QO command is 


2) 


followed by a carriage return. When you entar an 0 command, ED 
confirms that you want to abandon your changes by asking: 


Oo (Y/N)? 


You must respond with either a Yor an N:; if you press any 
other key, ED repeats the question. Wnen you enter Y, ED 
erases the temporary ‘file anc the contents of the memory 
buffer. When the * promt returms, the character pointer is 
pointing to the beginning of an empty memory buffer, just as it 
is when you start ED. 


Q (Quit) Command 


AQ command abandons changes made since the beginning of the ED 
session and exits ED. The form of tne Q command is 


Q 


followed by a carriage return. 
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When you enter a Q command, ED verifies that you want to 
abandon the changes by asking: 


Q (¥/N)? 


You must respond with either a Yor an N; if you press any 
other key, ED repeats the question. When you enter Y, £ZD 
erases the temporary file, closes the source file, and returns 
control ta CP/M-8000. 


Mote: You can enter a CTRL-C to imsediately return control to 
CP/M-8000. This does not give ED a chance to close the source 
or new files, but it prevents ED from deleting any temporary ‘ 
files. 


ED Errer Messages 
ED returna one of two types of error messages: an ED error 
message if ED cannot execute an edit command, or a CP/M-8000 
error nessage if ED cannot read or write to the specified file. 
The form of an ZD error message is | 
‘BREAK "x" AT c Sap 
where x ia one of the syubols defined in the following table 
and c is the command letter where the: error’ occurred. 


Table 6-4. ED Error Symbols 


Sreoal 


+ Search failure. ED cannot find the string 
specified in an f, 3, or N comand. 














?e Unrecognized command letter c. 2D does not 
recognize the indicated command letter, or an E, 
H, Q@ cx O command is not alone on its command 
line. 


0 No. LIB file. ED did not find the LIB file 
specified in an R command. 


> Buffer full. ED cannot put any more characters 
in the mamory buffer, or string specified in an 
P, N,. og S command is too long. 


Ez Command aborted. A kaystroke at the keyboard 
aborted command execution. 


F Pile error. Followed by either DISK FULL or 
OIRECTORY FULL. 


| 


ae 
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The following examples show how to recover from common editing 
error conditions. For example, 


AaREAK “>” AT A 


neans that ED filled the memory buffer before completing the 
axecution of an A command. When this occurs, the character 
pointer is at the end of the buffer and no editing is posgzible. 
Use the OW command to write out half the buffer or use an O or 
command and reedit tne file. 


‘ 


HREAK “#" AT F 


means that ED reached the end of the memory buffer without 
matching the string in an F command. At this point, the 
wharacter pointer is at che end of the buffer. Move the CP 
with a B er nm: Line number command to resume editing. 


rf you get the following error message, 


SREAK “F* AT P 
SISK FULL 
use the OX command to erase an unnecessary file on the diak or 


a S#Xd:puffer.sav command to write the contents of the memory 
butfer onto another disk. 


If you see 
SREAK "P° AT n 
DIRECTORY FULL 


asa the same commands described in the previous message to 
recover from this file error. 


The following table defines the disk file error messages ED 
returns when it cannot read or write a file. 
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Table 6-5. ED Disk File Error Messages 










BDOS ERR ON d: RO 


Disk d: has Read-Only attribute. This 
eeceurs if a different disk has been 
inserted in the drive since the last cold 
Or warm boot. 












w* PILE IS READ ONLY ** 


The file specified in the command to 
invoke ED has the RO attribute. ED can 


read the file so that you can examine it, 
but ED cannot change a Read-Only file. 


End of Section 6 
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Appendix A 


Error Messages 





Error messages come from several differant sources. Each 
utility supplied with ¢P/M-8C0OO has its own set of error 
massages. These nessages are displayed when there are errors 
in the utility command lines. CP/M-8000 also displays error 
messages when there are errors in calis to its built-in system - 
modules: the Sasic Oisk Operating System (BDOS), the Basic 
Input/Output System (BIOS), and the Console Command Processor 
(cer). The BDOS provides functions that access the file 
system, the BIOS provides functions that interface the 
peripheral device drivers for 1/0 procassing, and the CCP 
provides the user interface that parses the user command line. 


The utility error sessages and the CP/M-S000 system error 
‘wassages are listed in Table A-l in alphabetic order with 
eZplanations and suggested user responses. The utility or 
‘system sodule that returns the error message is indicated in 
the explanation. If you are running an application program, you 
aight see messages other than those listed here. Check the 
application program’a documentation for explanations of those 
messages. 


Table A-1l. CP/M~-8000 Error Messages 


BAD OITRECTORY ON D: 
SPACE ALLOCATION CONFLICT 


STAT error. This message is followed by a 


list of one or more filenames. The files 
listed have been doubly allocated and 
contain data blocks that are already 
allocated to another file on the disk. 
The error can be caused by either a 
hardware or software failure. 





CP/M-8000 User's Guide A Error Messages 


Table A-1. (contimmed) 


sane 


Measage Meaning 


sc an 









If you have maintained a backup disk with 
copies of your files, erase the affected 
files and reboot CP/M-8000. Rebooting the 
system cleans up the directory by 
reconstructing the directory allocation 
vectors. If you do not reboot the systen 
the error recurs. To replace the filas 
you erased, COPY or PIP the files from 
your backup disk. If you do not have a 
backup disk, you must racreate the doubly 
allocated files. If you can tell by 
earefnl checking which portions of the 
files are duplicated or deletad, you can 
recopy or PIF the files from the doubly 
allocated disk onto a new disk. Use £D to 
recreate the deleted portions and to 
delete the parts that were added to the 
wrong files. To clean up the doubdly 
allocated disk so that it can be used 
again, erase it completaly (ERA *.*) and 
reboot CP/M-8000. 


The problem that caused this error might 
er might not recur. I£ you were running 
an undebugged program at the time the 
error occurred, check the progran 
carefully for an error that might have 
caused the apace allocation error. If you 
were running a program that has been 
debugged and has caused no problem before, 
cheek your hardware. The error might have 
Deen caused by 4 damaged drive or loose 
Ccounection. If the problem persists, 
contact your technical support personnel 
or the place you purchased your system for 
further aasistance. 


Cn mn naman 


Cn ee aaaOI Nig EEE asia anainaatanemananeteane aemenenumenemannetanemeanemmmemnenemamneammennen 


_ os 





Bad relocation information bits 


CoP error. The massage indicates that the 
file specified in the command line is not 
a valid executable command file, or that 
the file has been corrupted. 
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Table A-1. (continued) 





Message Meaning 










Ensure that the file is a command file. 
Section 4 of this sanual describes the 
formt of a command file. If the file has 
been corrupted, reassemble or recom ile 
the source file, and relink it before you 
reenter the command line. . 











BIOS ERROR — DISK X NOT SUPPORTED 


BIOS error. The disk drive indicated by 
the variable X is not supported by the 
BIOs. The BDOS supports a maximum of 16 
GQrives, lettered A through P. Check the 
documentation provided by the manufacturer 
for your system configuration to find out 
“which of the 8DOS drives your sIos 
| dwoelements. Specify the correct drive 

-gode and reenter the command line. 









| BIOS ERROR —— Invalid Disk Status 


BIOS error. The disk controller returned 
' ted or incomprehensible information 
ta the BIOS. Try the operation again. If 
the error persista, check the hardware. 
IZ the error does act come from the 
hardware, it is caused by an error in the 
internal logic of the BIOS. Contact the 
place you purchased your system for 
asaistance. You should provide the 
following infornzation: 


@ Indicate which version of the operating 
system you are using. 


-@ Describe your system's hardware 
configuration. 


@ Provide sufficient information to 
reproduce the error. Indicate which 
program was running at the time the 
error occurred. If possible, you 
should also provide a disk with a copy 
of the progran. 


i 
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Table A-l. (continued) 


| Measage Meaniag 


BIOS ERROR ~- DISK X NOT SUPPORTED 














BIOS error. The disk drive indicated & 
the variable X is not supported by th 
BIOS. The BDOS supports a maximum of 1 
drives, lettered A through P. Check th 
documentation provided by the manufacture 
for your system configuration to find on 
which of the 8DOS drives your BIC 
implements. Specify the correct driv 
code and reenter the command line. 





BIOS ERROR ~- Invalid Disk Status 


| BIOS error. The disk controller returne 
unexpected or incomprehensible informatic 
| to the BIOS. Try the operation again. I 
| the error persists, check the hardware 
If the error does not compe from th 
hardware, it is caused by an error in th 
internal logic of the BIOS. Contact th 
place you purchased your system fo 
assistance. You should provide th 

following information: 


e Indicates which version of the operatin 
system you are using. 


e Describe your system's hardwar 
configuration. 


e Provide sufficient information t 
reproduce the error. Indicate whic 
program was Tunning at the time th 
error occurred. If possible, yo: 
should also provide a disk with a cop 
of the progran. 
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Table A-1. (continued) 





Mesaage Meaning 
CP/M Disk change error on drive zx 


Disk error. The disk in the drive 
indicated by the variable x is not the 
same disk the systems logged in previously. 
When the disk was replaced, you did not 
enter a CTRL-C to log in the current disk. 
Therefore, when you attempted to write to, 
erase, or rename a file on the currant 
Aisk, the BDOS set the drive status to 
- fapad-Only and warm booted the system. The 
“ “gurrent disk in the drive was not 
"- gwerwritten. The drive status was 
‘returned to Read-Write when the systaen was 
“Bach time a diak is changed, you sust type 
“@ CTRERC to log in the new disk. 





CP/M Diak file error: filenane ia read-only. 
Bo you want to: Change it to read/write (C), 
or Abort (A)? 
















Disk error. You attempted to write to, 
erase, or rename a file whose status is 
_ Read-Only. Specify one of the options 
eficlosed in parentheses. If you specify 
the C option, the 3800S changes the status 
-@$ the file tq Read-Write and continues 
the operation. The Read-Only protection 
previously aasgigned to the file is lost. 
LZ you apecity the A option or a CTRL-<, 
the program terminates and CP/M-8000 
rveturns the system prompt. 












CP/M Disk read error on drive x 
De® you want ta: Abort (A), Retry (R), 
er Continue with bad data (C)? 


Disk error. This message indicates a 
hardware error. Specify one of the 
options enclosed in parentheses. Each 
option is described below. 
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Table A-l. (continued) 





Message 










Terminates the Operation and 
CTRL-C CP/M=-8000 returns the system 
prompt. 






R Retries the operation. If the 
retry falls, the system reprompts 
with the option message. 






Cc Ignores the error and continues 
progran execution. Be careful if 
you use this option. Program 
execution should not be continued 
for some types of programs. For 
example, if you are updating a 

| data base and receive this error, 
but continue program execution, 
you can corrupt the index fields 
and the entire data base. For 
other programs, continuing 
program execution is recommended. 
Por example, when you transfer a 
long text file and receive an 
error because one sector ia bad, 
you can continue transferring the 
file. After the file is 
transferred, review the file, and 
add the data that was not 
transferred due to the bad 
sector. 


| CP/M Disk write error on drive x 


| Do you want to: Abort (A), Retry (R), 


or Continue with bad data (¢)? 
























i 


Disk error. This message indicates a 
hardware errar. Specify one of the 
Options enclosed in parentheses. Each 
Option is described below. 


A ar Terminates the Operation and 

CTRL=-C CP/M-8000 returns the systen 
prompt. 

R Retries the operation. If the 


retry fails, the system reprompts 
with the option message. 
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Table A-1l. (continued) 





Message Meaning 





eo 


Cc Ignores the error and continues 
program execution. Be careful if 
you use this option. Progras 
execution should not be continued 
for some types of programs. For 
example, if you are updating a 
data base and receive this error 
message but continue progras 
execution, you can corrupt the 
index fields and the entire data 
base. Por other programs, 
continuing program execution is 
recommended. For example, when 
you transfer a long text file and 
receive an error message because 
one sector is bad, you can 
continue transferring the file. 
After the file is transferred, 
review the file, and add the data 
that was not transferred due to 
the bad sector. 





CP/M Disk select error on drive x 
Doe you want to: Abort (A), Retry (R) 


Disk error. There is no disk in the drive 
or the disk is not inserted correctly. 
Ensure that the disk is securely inserted 
im the drive. IZ you enter the R option. 
the system retries the operation. If you 
enter the A option or CTRL-C the program 
terminates and CP/M~8000 returns the 
system prompt. 


CP/M Disk select error on drive x 


Disk error. The disk selected in the 
command line is outside the range A 
through P. CP/M-8000 can support up to 16 
drives, lettered A through P. Check the 
documentation provided by the manufacturer 
to find out which drives your particular 
system configuration supports. Specify 
the correct drive code and reenter the 
command line. 
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Table A-l. (continued) 


Meaning | 


DIRECTORY FULL | 





ED error. There ig not enough dcirectory 
espace for the file being written. 


You can use the OX filespec command to 
erase any unnecessary files on the disk 
without Leaving the editor. 
Alternatively, you can save the contents 
of the memory buffer on another disk with 
the command B¢Xfilespec, where filespec is |; 
a file on a differant drive. You can then 
quit the edit. If you reedit the ‘file, 
the output snould be placed ona different 
drive with the command ED f:lespec ¢: 
wnere @d: is a valid drive name other chan 
the drive containing the source ‘file. 


You can read the file saved with the 
Rfiilespec command. Note that part of the 
file might not be in the memory buffer 
when you save it (if you have not appended 
the whole file or if you have issued any W 
commands). 





BD or FIP error. In ED, the message 
indicates that there is not enough disk 
space for the output file. This error can 
eceur on the W, E, H, or X commands. [If 


it occurs with the X command you can 
repeat the command, prefixing the filename 
with a different drive. Otherwise, you 
ean try the recovery methods described 
above under the DIRECTORY FULL error. In 
PIP, this massage indicates that the 
destination disk is full. 
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Table A-1. (eontinued) 





Message Meaning 


© 


Disk select error on Destination 


Disk select error on Source 
Ros, 


ERROR 


Disk or COPY error. The disk selected in 
the command Line is not supported by CP/M-= 
8000. CP/M-8000 can support up to 16 
drives, lattered A through P. Check the 
documentation provided by the manufacturer 
to find out which drives your particular 

' system configuration supports. Specify 
the correct drive code and reenter the 
command Line. 


ERROR: BAD PARAMETER 


STP error. . The command contains an 
‘illegal parameter. Refer to Section 5 in 
this manual on the PIP command for an 

' explanation and listing of the PIP command 
parameters. Reenter the command with a 
valid parameter. 





ERROR: CLOSE FILE - [filespec} 


PIP error. The output file specified in 
the previous PIP command cannot be closed. 
This mesaage indicates a fatal error in 
the internal logic of PIP. Contact the 
place you purchased your system for 
assistance. You should provide the 
following information: 


e@ Indicate which version of the operating 
system you are using. 


e Describe your system's hardware 
configuration. 


e@ Provide sufficient information to 
reproduce the error. Indicate which 
program was running at the time the 
error occurred. If possible, you 
should also provide a disk with a copy 
of the progran. 
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Table A-l. (continued) 
LT a TS SN TA 

Message Meaning | 

| ERROR: DESTINATION IS R/O, DELETE (Y/N)? 


| PIP error. The destination file specified 
| in a PIP command already exists and it is 
| Read-Only. If you type Y; the existing 
file is deleted and replaced with the file 
specified in the PIP command. If you do 
Mot want to delete the existing file, type 
N and reenter tne PIF command with a 
Gifferent cestination file specification: 
either specify a new filename, or direct 
| the destination file to a different disk. 
| This message can be avoided by using the W 
| option. Refer to Section 5 of this manual 
on the PIP command for a discussion and 
list of the PIP options. 








ERROR: DISK FULL - [filespec} 


i] 

| 

| indicated by the variable, filespec. This 
| Bessage indicates a bad disk. Ensure that 
the disk is in place and try the operation 
| again. If the error parsists, the disk is 
bad and must De replaced. COPY or PIP as 
much of the bad disk as possible, or use 
your backup disk, if you maintained one, 


PIP error. PIP cannot read the input file 
to replace the lost files. 





ERROR: DISK WRITE - {filespec} 


PIP error. The disk to which PIP is | 
writing is full. The file indicated by | 
che variable, ‘filespec, was not copied. 
Reenter the PIP command line and redirect 
the output to another disk, if possible. 
If you do not have another disk available, 
you must erase unnecessary files, if any,’ 
or replace the disk before you reenter the 
PIP command line. 
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Table.A—1. (continued) 


Meaning 


FILE NOT POUND - ({filespec} . . 


PIP error. The input file indicated by 
the variable, filespec, does not exist, or 
the drive code or user number is 
incorrect. Ensure that you are typing the 
correct filename and drive code. and that 
you are in the correct user number or have 
specified the correct user number in the 
option brackets before you reenter the PIP 
command line. 


HEX RECORD CHECKSUM - {filespec} 


DYVALID 


INVALID 


PIP error. ‘A hex record checksum error 
was encountered during the transfer of a 
hex file. This message indicates a 


@errupted or truncated hex file.  Recopy 


or PIP the hex file from your backup 
disks, if possible. If you do not havea 
backup, you must erase the bad file and 





recreate it. . 


DESTINATION 


PIP error. The destination specified in 
your PIP command is illegal. You have 
specified an input device as a 
destination, or used a wildcard file 
specification. Respecify the PIP command 
with an output device or a specific file 
as the destination. Refer to Section 5 of 
this manual on the PIP command for a 
discussion of the valid PIP destinations. 





FORMAT 


PIP error. The format of your PIP command 
is illegal. Refer to Section 5 of this 
mamual on the PIP command for the correct 
syntax. 
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Table A-L. (continued) 






Message 





HEX DIGIT - (filespec) 





ERROR: 





INVALID 


PIP error. An invalid hex digit has been | 
encountered while reading a hex file. 
This message indicates a truncated or | 
cerrupted hex file. Racopy or PIP the 
file from your backup @isk. If you do not 
have a backup, you must erase the bad file 
and recreate it. 


| esssrenssenersresssssesSy rush veneers sesh npn 
| ERROR: INVALID SEPARATOR 





character for a separator between two 
imput filenames. Reanter the PIP command 
~ine using a comma as the separator 


PIP error. You have placed an invalid | 
| 
between the input filenames. | 





| BRROR: INVALID SOURCE 


i 
{ 
PIP error. The source specified in your 
PIP command is illegal. You have 
specified an output device as a source or 
used a wildcard filename. Reenter the PIP 
command line with an input device or a 
specitic filename as the source. Refer to , 
Section 5 of this manual on PIP for a | 
discussion of the legal sources for a PIP | 
command. | 
! 





ERROR: INVALID USER NUMBER | 
| 


number greater than 15. User numbers 
range from 9 to 15. Reenter the PIP 
command linea using a valid user number. 







i 
| . _ PIP error. You have specified a user 


ERROR: NO DIRECTORY SPACE - [filespec} 


PIP error. The disk to which PIP is 
writing has no directory space available. 


Erase unnicessary files, if any, or 
replace the disk before you reenter the 
PIP command line. 

a PAE nna 
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Table A-1. (continued) 








Message Meaning 


ERROR: OPEN FILE File Not Found - (filespec} 
ERROR: OPEN FILE (SYS]TEM FILE 


PIP error. The first message indicatas 
that PIP could not find the source file 
specified in the PIP command line. Check 
the directory of the appropriate drive and 
user number for the correct spelling of 
the file. The second message indicates 
that the source file specified in the PIP 
command line is a system file, that is, a 
file with the SYS attribute set. You must 
use PIP's R option to enable PIP to find a 
system file. 


ERROR: QUIT NOT FOUND 


PIP error, The string argument to a Q 

parametar was not found in your input 

file. Ensure that you typed the correct 

string and try the operation again. This 

_> error can also occur when entering the Q 

a ‘-eption from the CP/M-8000 command line. 

Ct -CP/M-8000 tcransiates everything in the 

ae command line into uppercase. To avoid 

this problem, enter the Q option from 

inside PIP. Enter PIP, and wait for the * 

prompt before entering the file 
specificationa and Q option. 


ERROR: START NOT FOUND 


PIP error. The string argument to an S 
parameter could not be found in the source 
file. Ensure that you are typing the 
ecorrect string and try the operation 
again. This error can also occur when 
| entering the S option from the CP/M-8000 
command Line. CP/M=~8000 translates 
| everything in the command line into 
uppercase. To avoid this problem, enter 
the S option from inside PIP. Enter PIP, 
and wait for the * prompt before entering 
the file specifications and S option. 
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Table A-L. (continued) 


Me ssage Meaning 


ERROR: UNEXPECTED END OF HEX FILE - {filespec} 











| ; PIP error. The last hex record was not as 
long as the character count indicated. 
The hex file is truncated. Recopy or PIP 
the truncated file érom your backup disk. 
Tf you do not have a backup, you must 
erase the bad file and recreate it. 





ERROR: USER ABORTED 


PIP arror. You aborted a PIP operation by 
entering a CTRL-C or by pressing a key. 
If you do not intend to abort the 
operation, you must reenter the PIP 
command line. 

























ERROR: VERIFY - {filespec} 


PIP error. When copying with the V 
option, PIP found a ditference when. 
rereading the data just written and 
comparing. it to the data in its memory 
buffer. This. indicates a bad disk or a 
hardware error. Try the operation again. 
If the error persists, insert a new disk 
; and reenter the PIP command line. I the 
a error still persists, check the hardware. 


ignored: argument? 





Extraneous argument 


COPY error. The command line contains tos 
many arguments. The extraneous arguments 
are indicated by the variable, arguments. 
The command was carried out up to, but not 
including, the extraneous arguments. 
Refer to Section 5 in this manual on COPY 
for the correct syntax of the COPY cammand 
line. Reenter the command line with the 
correct syntax for the remaining 
arguments. 
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Message Meaning 
Pile already exists 


REN error. The name specified in the 
command line as the new filename already 
exists. Use the ERA command to delete the 
existing file if you want to replace it 
with the new file. If not, selact another 
filename and raenter the REN command line. 


PILE IS READ/ONLY 
‘ ED error. A Read-Only file cannot be 
‘ @dited with the ED command, ED filespec. 


The command, ED inputfilespec 
outputfilespec, should be used instead. 


FILE NOT FOUND 


PILE NOT POUND ~ (titesped) 


_ ED,’ ‘STAT error. ED or STAT could not find 
the file indicated by the variable, 
filespec. Check the filename, drive code, 
and user number before you reenter the 
command Line. 





FILENAME REQUIRED 


£D error. The ED command was typed 
“without a filename. Reenter the ED 
command followed by the name of the file 
you want to adit or create. 


Formatting Error 


FORMAT error. This message indicates 
either a bad disk or a hardware error. 
Try the operation again. If the error 
recurs, raplace the disk with a new disk. 
If the error persists, look for a hardware 
arror. Contact your technical support 
personnel or the place you purchased your 
system for assistance. 
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| Message Meaning | 


De ere en ee eerie 





Insufficient memory or bad file header 


COP error. This error could result érom 
ene of three causes: . 


e The file is not a valid executable 
command file. 


e The program is too large for the 
available memory. 


e The program is linked to an absolute 
location in memory that cannot be used. 


Ensure that you are requesting the correct 
file. This errer can occur when you enter 
the filename before you enter the command 
for a utility. Check the appropriate 
section of this User's Guide or the CP/M- 


8000 Programmer's Guide for the correct 


commana syntax perore you reenter the 
comand line. Lf you are trying to run a 
program when this error occurs, the 
program file might have been corrupted. 
Reassemble or recompile the source ‘file 
and relink it before you reenter the 
command line. 


Add more memory boards to the systen 
configuration, or rewrite the program to 
use less memory. 


The program must be made relocatable or 
linked to a usable memory location. The 
BDOS Get/Set TPA Limits Function (63) 
returns the high and low boundaries of the 
memory space available for loading 
programs. See the CP/M=-8000 Programmer's 


Guide for more information on Function os. 
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Table A-l. (continued) 





Message Meaning 


Ter meme te 





INVALID ASSIGNMENT 
USE: STAT D:FILENAME.TYP (SIZE] [RO] CRW] CSsyS] oR (DIR] 


STAT error. An invalid file assignment 
was attempted. The error message is 
followed by the correct syntax and a list 
of the valid file assignments. Refer to 
Section $ of this manual on the STAT 
command for. a discussion of file status 


assignments. Specify a valid file 
assignment and reenter the STAT command 
line. 


ED error. The filename specified is too 
long, or a delimiter -was used as the first 
character. Filenames cannot be longer 
than eight characters. Refer to Section 2 


of this manual on naming files for a list 
and description of the delimiters that 
eannot be used as the first character ina 
filename. Correct the filename and 
reenter the ED command line. 





Invalid or missing drive code 


FORMAT error. The FORMAT command line is 
either nissing a drive code specification, 
or the drive specified is not supported by 
the BDOS. CP/M-6000 can support up to 16 
drives, lettered A through ?. Check the 
documentation provided by the manufacturer 
to find out which drives your particular 
system configuration supports. Specify 
the correct drive code and reenter the 
command line. 





No file 


cCPp, COPY, ERA, REN arror. The filename 
specified in the command line does not 
exist. Ensure that you use the correct 
filename and reenter the command line. 
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Table A-l. (continued) 


| Message Meaning 


NO MEMORY 









































ED error. There is not enough space in 
available memory to create the buffer that 
ED requires to é@dit a file. Contact your 
technical support personnel or place of 
purchase for assistance. This problem can 
eeccur when ED is absolutely linked too 
high in the TPA to allow for the buffer. 
ED needs 4K of memory at a location 
immediately higher in memory than itself 
for a buffer. Relocate ED to a lower 
location. If ED is not Linked too high, 
reconfigure the TPA of your system, if 
possible. by eliminating some systan 
extensions. If it is not possible to 
reconfigure the TPA, additional memory 
boards must be added to the systen 
configuration to run ED. 


No wildcard: filenames 





ccP, REN error. The command specified is 
the command line does not accept wildcards 
in file specifications. Retype the 
command line using a specific filename. 


OUTPUT FILE. EXISTS, ERASE IT 


ED error. This error occurs when placing 
the destination file on a different disk 
than the source. The destination filename 
already exists on the receiving disk. The 
existing file snould be erased or another 
disk selected to receive the output tile. 









Procram Load Error 


CCP error. This message indicates an 
undefined failure of the BDOS. Reboot the 
system and try again. If the error 
persists, then it is caused by an error in 
the intarnal logic of the BDOS. Contact 
the place you purchased your system for 
assistance. You should provide the 
following information: 


wee Beer 
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Table A~1l. (continued) 


Message Meaning 


.t 





@ Indicate which version of the operating 
system you are using. 


@ Peacribe your system's hardware 
configuration. 


@ Provide sufficient information to 
reproduce the error. Indicate which 
program was running at the time the 
arror occurred. If possible, you 
should also provide a disk with a copy 
of the progran. | 

























READ error «<--> Track: t Sector: 38 


COPY error. This measage indicates a bad 
disk. The variable. t, is replaced with 
the number of the track where the error 
‘eacurred. The variable, s, is replaced 
‘with the aumber of the bad sector. Try 
the operation again. If the error 
‘persiats, use a new disk and COPY or PIP 
ag many files as possible from the damaged 
@isak. ‘TH you cannot COPY or PIP a fila, 
you must replace the file from your backup 
'@isk. If you have not maintained a backup 
disk, you mat recreate the lost file. 
Discard the damaged disk. 


fe 


read errer on program load 


CCP error. This message indicates a 
premature end-of~-file. The file is 
smaller than the header information 
indicates. Either the file header has 
been corrupted or the file was only 
partially written. If the program is one 
you have written, you must reassemble or 
recompile the source file and relink it 
before you reenter the command line. [f 
this message occurs at any other time, and 
you have a backup copy of the program you 
were running, erase the program file and 
Y replace it from your backup files. If the 
error recurs, contact your technical 
support personnel or the place you 
purchased your system for assistance in 
locating the cause of the error. 
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Table A-l. (continued) 


Message Meaning 





READ ONLY DRIVE STATUS NOT ALLOWED 


STAT error. Read-Only drive status is not 
supported by CP/M-8000. Assign each file 
an the disk Read-Only status individually. 


Select Error 


FORMAT error. This message indicates one 
of three errors: 


e Tne arive specified is not supported by 
your systen. 


place. 


eA nardware error. 


CP/M-8000 supports a maximum of 16 drives, 
lettered A through P. Check the 
documentation provided by the manufacturer 
to find out which of these drives your 
particular system configuration supports. 
Reenter the command line with a valid 
drive code specification. 


| 
e The disk on the drive selected is not in 


| Check the disk. Ensure that it is 
securely in place and that the drive door 
is closed. 


If the disk is in place and vou have 
selected a valid drive code, look for a 
NQardware error. The error might have been 
caused py a loose connection or damaged 
drive. Centact your technical support 
personnel or the place you purchased your 
system for further assistance. 


Source and Destination must be different 


COPY error. The source and destination 


drives specified are the same. Reenter 
the COPY command Line with a different 
Grive for the source than for the 
destination. 
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Table A-1. (continued) 





Message Meaning 


a ee 


SUB file ast found 





SUBMIT error. The file requested either 
does not exist or does not have a filetype 
of SUB. Ensure that you are requesting 
the correct file. Refer to Section 5 in 
this manual on SUBMIT for information on 
creating and using submit files. 


Syntax: REN newfilesoldfile ' 


REN error. The syntax of the REN command 
line is incorrect. The correct syntax is 
given in the error message. Enter the REN 
command followed by a space, then the new 
filename, followed immediately by an 
equals sign and the name of the file you 
want to rename. 


Too many arguments: argument? 


DIR, ERA, TYPE, USER error. The command 
line contains too many arguments. The 
extraneous arguments are indicated by the 
variable, argument. Refer to Section 5 
im this manual for the correct syntax for 
the command. Specify only as many 
arguments as the command syntax allows and 
reenter the command line. Use a second 
qcommand line for the remaining arguments, 
if appropriate. The command might be 
repeated on one command line when 
separated by an exclamation point: for 


example, 
DIR a:!DIR b: 
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Message Meaning 


TOO MANY FILES 
_ TOO MANY ENTRIES IN INDEX TABLE 


STAT error. There is not enough memory 
for STAT to sort the files specified or 
more than 512 files were specified. Move 
some files to another user number. 
therwise, braak the group of files into 
smaller groups before you reenter the STAT 
command line. For example, use a wildcard 
(*.typ) to run STAT on only those files 
with a certain filetype. 


Undefined option 


COPY error. The option specified in the 
COPY command line is unsupported. The 
only COPY options supported by CP/M-8000 
are a, for automatic, and v, for verify. 
Correct and reenter the COPY command line. 





User ¢ range is ‘[0-15) ~ 


CeP error. The user number specified in 
the command line is not supported by the 
BIOS. The valid range is enclosed in the 
square brackets in the error message. 
Specify a user number between O and 15 
(decimal) when you reenter che command 
line. 


Write Error 


FORMAT error. This message indicates 
either a bad digk or a hardware error. 
Try the operation again. If the error 
recurs, replace the disk with a new disk. 
Lf the error persists, look for a hardware 
error. The error might have been caused — 
by a loose connection or damaged drive. 
Contact your technical support personnel 
or the place you purchased your system for 
further assistance. 
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WE 






















Meaning 
ar —> Track: ¢ Sector: s 


COPY error. This. message indicates a bad 
disk. The variable, tt, is replaced with 
the number of the track where the error 
eceurred. The variable, s, is replaced 
with the number of the bad sector. Try 
the operation again. If the error 
persists, use a new disk and copy as many 
files as possible from the damaged disk. 
If you cannot copy a file, you must 
replace the file from your backup disk. 
If you have not maintained a backup disk, 
you mist recreate the lost file. Discard 
the damaged disk. 


End of Appendix A 
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Filetypes 


CP/M-8000 identifies every file by a unique file specification, 
which consists of a drive specification, a filename, a 
filetype, and an optional password. The filetype is- an 
optional three-character ending separated from the filename by 
a period. The filetype generally indicates a special kind of * 
file. The following table lists common filetypes and their 
neanings. 


Table Bel. Common Filetypes 


Assembly language source file: the CP/M-8000 
Assembler assembles or translates an ASM file 
into machine language. 


Segmented assembly language source file. 


Backup file created by text editor; the editor 
renames the source file with this filetype to 
indicate that the original file has been 
processed. The original file stays on disk as 
the backup file, so you can refer to it. 


Program source file written in the C language. 


28000 executable program file. 


Header files for C language programs. 
Program file in hexadecimal format. 
Compiled or assembled object files. 


Printable file, displayable on console or 
printer. 


ARSK temporary file used while archiving new 
libraries. ARSK, the CP/M-8000 Assembler, is 


explained in the CP/M-8000 Programmer's Guide. 
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Table Bel. (continued) 


SUB Filetype required for submit file containing one 

or more CP/M-8000 commands. The SUBMIT program 
| executes commands in files of type SUB, 
Providing a batch execution mode for CP/M-8000. 







| sys System file for CP/mM-8000. 


Temporary file, inaccessible to user. 


End of Appendix B 
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CP/M-8000 Control 
Character Summary 






Table C-l. CP/M-8000 Control Characters 


Terminates exetuting transient utility program. 


Also terminates DIR, DIRS, SUBMIT, and TYPE 


built-in programs in progress. When entered as 
first character in 4 command line or during the 


execution of the above-mentioned prograns. 
| OTRL-C causes a warm start and the redisplay of 


the system prompt. (See Section 4 for a 


. discussion of warm atart..) 


Yorces a physical carriage return but does not 
aend the command line to CP/M-8000. Moves the 
curser to the beginning of the following line 


| witheat erasing your previous input. 


Deletes a character and moves the cursor left 
one character position. 


Moves the cursor to the next tab stop. Tab 
stops are automatically set at each eighth 
colum. Has the same effect as the TAB key. 


“Moves the cursor to the left of the current 


line and sends the command line to CP/M-&8000. 
Bas the same effect as a carriage return 
keystroke. 


Moves the cursor to the left of the current 
line and sends the command line to CP/M-8000. 
Has the same effect as a carriage return 
keystroke. ; 


















| 
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Keystroke 


Table C-1. {continued ) 


Accion 





CTRL-R 


CTRLA-U 








CTRL=X. 


Echoes all console activity to the printer. 
You can use CTRL-P after you halt scrolling 
with CTRI-S. A second CTRI-P ends printer 
echa. If your computer is not connected to a 
printer, typing a CTRL-P can cause your system 
to hang, requiring a cold start, that is, a 
complete resetting of your hardware and 
software. (See Section 1 for a description of a 
cold start.) CTRL-Q Restarts screan 
scrolling after a CTRI-S. 


Displays “#" at the current cursor location, 
moves the cursor to the next line, and retypes 
any partial command you have typed so far. 


Stops screen scrolling. Ifa display scrolis 
by too fast for you to read it, type CTRL-S. 
CTRL-Q restarts screen scrolling. 


Discards all the characters in your command 
lina, displays “"#”" at the current cursor 
position, and moves the cursor to the next 
command line. 


‘Discards all the characters in the command line 
that you typed so far and moves the cursor back 
2o. the beginning of the current line. 


End of Appendix C 
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FORMAT Command 


Syntax: 


Explanation: 


FORMAT {disk driver} 


Digital Research provides a format utility, called 
PORMAT, that is compatible with CP/M-8000 and the 
Qlivetti® M=-20 computer. The Olivetti M-20 hardware 
is described in the CP/M-8000 Se ee System System 
Guide. This utility formats 5-1/4-inch floppy 


diskettes only. 


Formatting establishes the desired disk density 


(double density), the desired sector size (256 bytes 


og per sector), and the number of tracks (40) 
appropriate for the disk. Formatting sakes a disk 


‘Yeady to receive new data from another disk having 


sho the: identical format. Thus. formatting is a 
“si: preliminary, and often necessary, step to copying. 


Examples: 


Although you can often set the density and sector 
size by using a formatting utility, you have no 
control over the number of tracks that are selacted 


‘by the utility. That parameter is determined by the 


particular disk controller logic inside your disk 
cabinet; it is hardware-dependent. Consequently, 
eomputer hardware aanufacturers often write the 
formatting utilities to go with the hardware they 
sell. 


Whether you format a floppy diskette or a hard disk, 
all files on the disk are erased as part of the 


formatting procedure. The utility's behavior depends 
on the version supplied you by the manufacturer of 
your equipment. 


To execute FORMAT at the CP/M~8000 command Level. use 
the form: 


A>FORMAT d: 


where d: specifies a drive in the range a...p. Take 
care to include the colon following the drive letter. 


After you press RETURN, FORMAT responds with the 
following prompt: 
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PAR eRRRRERERERER RRR RARAABABRARAARLRARRAR ALA ARAARLER AA AERA RARER ERED Ee ee 


*+¢ &¢ © &@ 


Warning: This will destroy all files on disk dsl 


e684 4 6 


PAR RR RABRAREAABRAARAZALAELALAARALALRAELAAAA RA ALAAASZALAAER EAL SAA LAL. SALES SY 


Do you wish to continue? 


Press Y for yes, in either upper= or lowercase, if 
you want to continue. Reply with N for no, if you 
decide not to format disk d. If you reply to the 
above question with any character other than Y, 
FORMAT aborts execution and returns you to the 
commane level of CP/M~8000. 


Lf vou respond with a Y, PORMAT prompts: 

Insert disk to be formatted in drive d: and prass RETURN. 
After inserting a diskette in the appropriate drive 
and pressing RETURN, FORMAT begins formatting the 
diskette and displays the message. “Formatting track 


n”, where n is the track number currently being 
formatted. 


End of Appendix D 
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ambiguous filename: Filename that contains either of the CP/M 
B000 wildcard characters, ? or *, in the primary filename or 
the filetype or both. When you replace characters ina > 
filename with these wildcard characters, you create an 
ambiguous filename, and can easily reference more than one 
CP/M=-8000 file in a single command line. 


applications program: Program that needs an cperating systes 
to provide an environment in which to execute. Typical 
applications programs are business accounting packages. word 
_ precessing (editing) programs, and sailing list programs. 


argument: Symbol, usually a letter, indieating a place into 
which you can substitute a number, letter, or nae ta give an 
appropriate meaning to the formula in question. 


ASITs The American Standard Code for Inforsation Interchange 

. dm a standard code for the representation of numbers, letters, 

» and symbols. . An ASCII text tile is a. file that can be 
intelligibly displayed or printed on paper. 


attribute: File characteristic that can be set to ON or OFF. 


backup: Copy of a disk or file made for safe keeping: also 
used as averb, to back up, meaning to create a copy of a disk 
or file. 


| BDOS: Basic Disk Operating Systesa--a CP/M-8000 operating 
system module that dixvects all activities agzsociated with the 
file system. 


BIOS: Basic Input/Output System--a CP/M-8000 operating system 
module that provides the interface functions associated with 
input/output processes. 


bit: Switch in memory that can be set to ON (1) or OFF (0). 
Bits are grouped into bytes. 


Block: Disk storage area reserved for a specific use. 


bootstrap: Process of loading an operating system into memory. 
Bootstrap procedures vary from system to system. The boot for 
an operating system must be customized for the memory size and 
hardware environment that the operating system manages. 
Typically, the boot is loaded automatically and executed at 
power up or when the computer is reset. Sometimes called a 
cold start. . 
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buffer: Area of memory chat temporarily stores data during the 
transfer of information. 


built-in commands: Commands that permanently reside in mamory. 
They respond quickly because they are not accessed froma disk. 


byte: Unit of memory or disk storage containing eight bits. 


command: Elements of a CP/M-8000 command line. In general, a 
CP/M-8000 command has three parts: the command keyword, the 
command tail. and a carriage return. 


command file: Series of coded machine-executable instructions 
stored on disk as a program file, invoked in CP/M-8000 py 
typing the command keyworc next to the system prompt on the 
console. The CP/M=-8000 command files generally havea filetype 
of 8K. Files are either command files or data files. Same aa 
& command program. 


command keyword: Name that identifies a CP/M-8000 command, 
usually the primary filename of a file of type ZBK., or a built- 
in command. The command keyword precedes the command tail and 
the carriage return in the command line. 


command syntax: Statement that defines the correct way to 
enter a command. The correct structure generally includes the 
command Keyword, the command tail, and a carriage return. A 
syntax line usually contains symbols that you should replace 
with actual values when you enter the command. , 


command tail: Part of a command that follows the command 
keyword in the command line. The command tail can include a 
drive specification, a filenama or filetype, and options or 
parameters. Some commands do not require a-command tail. 


concatenate: PIP operation that copies two or more separate 
=iles into ane new file in a specified sequence. 


console: Primary input/output device. The console consists of 
a listing device, such as a screen and a keyboard, through 
Wnich you communicate with the operating system or applications 
progran. 


control character: Nonprinting character combination that 
sends a simple command to CP/M=-8000. Some control characters 
perform line-editing functions. To enter a control character, 
hold down the CONTROL key and strike the character key 
specified. 


cursor: One~-character symbol that can appear anywhere on ths 
console screen. The cursor indicates the position where the 
next Keystroke at the conaole will have an effect. 

data file: Nonexecutable collection of similar information 
that generally requires a command file to manipulate it. 


Glossary-2 


CP/M-8000 User's Guide Glossary 


default: Currently selected disk drive and user number. Any 
command that does not specify a disk drive or a user number 
references the default disk drive and user number. When CP/M- 
g000 is first invoked, the default disk drive is drive A, and 
the default user number is 0 (until changed with che USER 


delimiter: Special characters that separate different items in 
@ command line. Yor example, in CP/M-8000, a colon separates 
the drive specification from the filename. A period separates 
the filename from the filetype. Brackets separate any options 
from their command or file specification. Commas separate one “ 
item in an option list from another. All of these special 
characters are delimiters. 


@irectory: Portion of a disk that contains entries for each 
file on the disk. In response to the DIR command, CP/M-8000 
@isplays the tilenames stored in the directory. 


‘Dm attribute: File attribute. A file with the DIR attribute 
gan be displayed by a DIR command. 


Aisk, diskette: Magnetic sedia used to store information. 
Programs and data are recorded on a disk in the same way that 
music is recorded on a cassette tape. The term diskette refers 
to smaller capacity, removable floppy disks. Disk can refer to 
@ diskette, a removable cartridge disk, or a tized hard disk. 


@4ekk axive: Peripheral device that reads and writes on hard or 

floppy disks. CP/M-G000 assigns a latter to each drive under 
dts control. For example, CP/M-8000 can refer to the drives in 
@ four-drive system as A, 5, ¢, and D. 


editor: Utility program that creates and aodifies text files. 
Aa editor can be used to create documents or source code files 
for computer programs. ‘The CP/M-8000 editor ia invoked by 
‘typing the command ED next to the system prompt on the console. 


emecutable: Ready to be run by the computer. Executable code 
is a series of inatructions that can be carried out by the 
computer. For example, the computer cannot execute names and 
addresses, but it can execute a program that prints all those 
names and addresses on mailing labels. 


execute a program: To start a program. When a program is 
rumming, the computer is executing a sequence of inatructions. 


FCSs File Control Block. 


file: A unique collection of characters, inatructions, or data 
stored on a disk. You can create files on a disk. 


Pile Control Block: Structure used for accessing files on disk. 


Contains the drive, filename, filetype, and other information 
deseribing a file to be accessed or created on the disk. 
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filename: Name assigned toa file. A filename can include a 
primary filename of 1-8 characters and a filetype of O-3 
Characters. A period separates the primary filename from the 
filetype. 


file specification: Unique file identifier. A complete CP/M- 
8000 file specification includes a diak drive specification 
followed by a colon (d:), a primary filename of 1 to 8 
characters, a period, anda filetype of 0 to 3 characters. For 
example, b:example.tex is a complete CP/M-8000 file 
specification. 


filetype: Extension to a filename. A filetype can be from 0 
to 3 characters and must be separated from the primary filename 
by a period. A filetype can tell something about the file. 
Certain programs require that files to be processed have 
certain filetypes. 


floppy digk: Flexible magnetic disk used to store information. 
Ploppy disks come in 5-1/4 and & inch diameters. 


hard diak: Rigid, platter-lLike magnetic disk sealed in a 
cmtainer. A hard disk stores more information than a floppy 
disk. 


hardware: Physical components of a computer. 


hex files ASCII-prictable representation of a command (machine 
language) file. 


haxadecimal notation: Notation for the base 16 number system 
using the symbols Go, 1, 2, 3, 4, 5, 6, 7 8, 9, A, &, C, D, E, 
and FP to represent the sixteen digits. Machine code is often 
converted to hexadecimal notation because it can be easily 
represented by ASCII characters, and therefore displayed or 
printed. 


impat: Data going into the computer, usually from an operator 
typing at the terminal or by a program reading from a disk. 


interface: Object that allows two independent systems to 
communicate with each other, such as an interface between 
hardware and software in a microcomputer. 

I/Qz Abbreviation for input/output. 

keyword: See command keyword. 


Kllabyte: 1024 bytes, dencted as 1K. 32 kilobytes equal 32K. 
1024 Kilobytes equal one megabyte, or over one million bytes. 


list dewice: Device such as a printer onto which data can be 
listed or printed. 
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legged in: Made known to the operating system, in reference to 
drives. A drive is legged in when it is selected by the 
operator or an executing process. It remains selected or 
legged in until you change disks in a floppy disk drive or 
enter CTRL-C at the command level. ° 


logical: Representation of something that might or might not 

be the same in its actual physical form. Yor example, a hard 

disk can occupy one physical drive, and yet you can divide its 

available storage so that it appears to the user as several 

aoi terent drives. These apparent drives are the logical 
ves. - 


megabyte: Over one « mitiion bytes; 1024 kilobytes. . See byte, 
kilobyte. aoe . 


microprocessor : Silicon chip that is the Central Processing 
Unit (CPU) of the microcomputer. 


opera ting systen:. Collection of programs that supervises the 
. @zecution of other programs and manages the computer's 
' Pesources. An operating system provides an orderly 
‘duput/output environment between the computer and its 
peripheral devices. a enables user-written programs to 
execute easily. ag ae ; 


options One of many paraseters that can be part of a command 
tail. Use options to specifiy additional conditions for a 
 @Gmmand ‘s execution. 


output: Data that the processor sends to the console or disk. 


2 Value in the command tail that provides additional 
information for the command. Technically, a parameter is a 
required element oft @ command. 


devices: : ‘Devices external te the CPU. For example, 
terminals, printers, and disk drives are common peripheral 
devices that are not part of the processer, but are used in 
senjunetion with it. 


physical: Actual hardware of a computer. The physical 
environment varies from computer to computer. 


primary filename: Pirst 8 characters of a filename. The 
primary filename is a unique name that helps the user identify 
the file contents. A primary filename containa 1 to 38 
alphanumeric characters and can include some special 
characters. The primary filename follows the optional drive 
specification and pracedes the optional filetype. 


peogram: Series of specially coded instructions that perforn 
specific tasks when executed by a computer. 
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prompt: Any characters displayed on the video screen to help 
the user decide the next appropriate action. A system prompt 
is 8 special prompt displayed by the operating system. The 
system prompt indicates that the operating system is ready to 
accept your input. The CP/M-8000 system prompt is an 
alpnapetic character followed py an angle bracket. The 
alphabetic character indicates the default drive. Same 
applications programs have their own special prompts. 


Read-Only: Attribute that can be assigned to a disk file. 
Every file and drive ia either Read-Only or Read=-Writa. When a 
file is set to Read-Only, you can read from that file but not 
write any changes to it. The default setting is Read-Write. 
Any error in resetting the disk or changing media automatically 
sets the entire drive to Read-Only until the arror is 
corrected. 


Read-Write: Attribute that can be assigned to a diak file. 
The Read<Write attribute allows you to read from and write to a 
specific file so marked. See Read-Only. 


record: Collection of data. A file consists of one or more 
records stored on disk. An CP/M-8000 record is 128 bytes long. 


RO: Abbreviation for Raad<Only. 
BW: Abbreviation for Read<Write. 


sector: Portion of a disk track. There are a specified number 
of sectors on each track. 


software: Specially coded programs that transmit machine- 
readable instructions to the computer, as opposed to hardware-— 
the actual physical components of a computer. 


source file: ASCII text file that is an input file for a 
processing program, such as an editor, taxt formatter, or 
asaenmblear. 


syntax: Format for entering a given command. 


system attribute: A file attribute. You can give a file the 
system attribute by using the SYS option in the STAT command. 
A file with the SYS attribute is not displayed in response to a 
DIR command; you must use DIRS to view a directory of files 
having the system attribute. 


system prompt: Symhol displayed by the operating system 
indicating that the system is ready to receive input. See 
prompt. 

terminal: See console. 

track: Concentric rings dividing a disk. There are 77 tracks 
on 4 typical eight-inch floppy disx. 
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turn-key application: Application designed for tr 
computer~orientead user. For example, a typical tu: 
application is designed so that the operator needs only t 
on the computer, insert the proper program disk and sele 
desired procedure from a selection of functions 
diaplayed on the screen. 


tible: Term neaning that a program created f£. 
previously released operating system (or compiler, etc.. 
umler the newly released version of the same operating sy 


weer suaber: Sumber assigned to files in the aiak direct< 
that different users working from the same disk need dea! 
with their own files and have their own directories. In 
8000, files can be divided into 16 user groups (0-15). 


utility: Tool. Program that enables the user to pe: 
ecartain operations, such as copying files, erasing files 
editing files. Utilities are created for the convenier 
programmers and users. 


wildcard characters: Special characters that match ce 
specified items. tn ¢cP/M-8000 there are two wil 
characters, 7? and *. The ? can be substituted for any & 
character in a filename, and the * can be substituted fa 
ptimary filename or the filetype or both. By placing wil: 
characters in filenames, you can create an ambiguous fil. 
and quickly reference one or more files. 


End of Glossary 
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$$$ file, 5~16 
tn (Through Line Sumber) 
Command, 6-18 


A 


(Append) Command, 6-4 
abort a copy operation, 5-20 
acceas sodes, 5-33, 5-34, 5-36 
active 

status, $-31 

user numbers, 5-37 
assign physical ‘device to 

legical device, 5-38 

attributes, 5-33 *. 
AXZ:, 3<3,. §-20 


B. a 
B (Begianiig/Bottom) | TER ee at 
Command, 6-8 : 


backup diska, 1~4.. % 
baaic editing commanda, 6-7 
becting the system, 1-1 
built-in commands, 4-1 

bytes, 3-34 


Cc 


CS (Character) Command, 
6-8, 615 
charactar 
pointer, 6-6 
transfer, $-19 
eold@ start, i-1 
combined-command line, 6-14 
combining files, 5-19 
command 
description, 4-10 
keyword, 1-2, 4<10 
line, 1l-2 
mode, 6-12 
tail, 1l=2 
CON:, 3-3, 5-20 
concatenation, 5-19 
control character, 1-2 
copy, 1l—~4, 1-5 
COPY command, 5=<2 
copy files to and from 
auxiliary devices, 5-20 


CP, 6-6 

CTRL key, 1-2 
CTRL-E, 6=21 
cursor, 1-2 


D (Delete) Command, 6-10 
data filea, 2-1 
default 

drive, 2-3 

user number, 5-18 


Mest-filespec, 4-13 


DEV: ,’ §=-38 


AMevice names, $-21 
- DIR, S—6, 5-33, 5-36 


(Directory) Command, 
directory, 2-1, 2-6 
attribute, 5-33 
: entries: §~34 
2-6 . 
verification, 5-34 
DIRS (Syatem Directory) 
Command, 5-6 


aitsk 


free space, 5<-32 

space allocation, 5-34 
display 

scrolling, 3<1 

disk status, 5-37 
Du (delete characters) 

opticn, §=24 

arrive, 2~7 


E 


z (echo) option, 5-17, 5-24 
E (Exit) Command, 6-5 
ED, 2-1 


Error Symbols, 6-25 
messages, 6-2, 6-19, 
6-25, 6-27 
syntax, 6-1 
editors, 6-1 
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enc-of-file cnaracter, 
EOF:, S=-20 

ERA Command, 5-13 
Examples, 4-10 
executable file, 2=1 
P 


F (filter form-feeds) 
Option, 5-24 

F Find) Command, 

FCB, 5~34 

file, 2-1 
attributes, 5=16 
Ttategeries, 2-2 
zoncatenation, 
specification, 

filename, 4-7 

filetype, 2-2, 4=-7 


6-18 


5=19 
4-7, 


G 


5-15, 
5-24, 


Gn option, 5-16, 


5-19, 


8 
H (Head of File) Command, 
8 


5-19 


5-34 


6-23. 
(hex data transfer) 
Option, 5<25 
I 
I (ignore) option, 5-25 
+ (insert) Command, 6-12 
amput devices, 3-3 
input-output port, 5-39 
lasert mode, 6<12 
string”Z (Insert String) 
Command, 6-13 
J 
“ \Juxtapose) Command, 6-20 
K 
K (Kill) Command, 6-11 
kilobytes, 5-34. 
iL 
i (Line) Command, 6<8, 615 
L {translate case) 
option, 5-25 


Line 

editing controls, 

numbers, 6-4 
line~editing control 

characters, 3-2 

loading CP/M=-8000, 
logical 

Gevice, 3-3, 5-20, 5=38 
leng form of PIP, 5-17 
LST:, 3-3, 5=20 


6-13 


l-1l 


M 


6-21 
6~3 


M (Macro) Command, 
memory buffer, 6-2, 
multiple 
command mode, 5-23 
file copy, 5-18 - 


N 


N (add line numbers) 
option, 5=25 

mn (Number) Command, 

N Command, 6-19 

n: (Line Number) Command, 

NULs:, 5=20 ; 

numeric argument, 6-6 


6-9 


o 


sy . 
(object file transfer) 
Option, 525 
(Original) Command, 
option, 5-19 
on-line 
disk, 
statue, 5-37 
Options, 4-10 
output devices, 


2~7 


3-3 

P 

P (Page) Command, 6-17 

physical device 
aQrivers, 5=39 
names, 5-38 

PIP, 2-1, 
command, 
messages, 
options, 


5<15 
5-18 


5-16, 5=23 
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6-24 


6-17 


Pn (set page langth) 
Option, 5-26 

pound sign argument, 6-6 

PRN:, S21 

progran file, 2-1 


Q (Quit) Command, 6-24 
Qe (quit copying) option, 5-26 


~ + 


R (read system files) 
option, 5-26 
R (Read) Command, 6-23 
Read-Only, 5-31 
attribute, 5-33 
files, 3-16 
Read-Write, 5-31 
attribute, 5-33 
ready status, 2~7 
veal file size, 5-34 
records, §-33 


recovering from editing errox 7 


eonditions, 6-26 
Recs, §<-33 
REN 


command, $<-29 
messages, 5<-30 
reset, 2-7 
RETURN key, L-2 
RO, 5e31 ’ 5-33 ’ 5=36 
RW, 5-31, 5-33, 5-36 


set file access nodes, 5-36 

short form of PIP, 5<17 

single file copy, 5-15 

SIZZ, 5-34 

source file, 6-2, 6=<3 

equare brackets, 3-16, §=-23 

Ss (start copying) 

Option, 5-26 

STAT ; 
coumgand, 5-31 
messages, 5-32, 5-34 
notation, 4-12 

SYS, 5-33, 5-36 

system 
attribute, 5-33. 
prompt, 1-2, 2-7 
reset, l-i 


T 


T (Type) Command, 6-9, 
6-15, 6-16 

tab characters, 5-45 
temporary 

file, 5-16 

work file, 6<2 
text editor, 2-1 
text transfer commands, 6<4 . 
Ta (expand tabs) option, 5-27 
transient commands, 4-1 
TYPE 

Command, $-45 

messages, 5-45 


ug 
U (translate case) option, 5-26 
GQ (Uppercase Tranalation) 
Command, 6-13 


user numbers, 5-37, 5-47 


ability commanda, 4-1 
ov 


V (verify) option, §-17, 5-27 
VAL:s, 5-38 

version number, 1-1 

virtual file size, 5-34 


w 
w 


(write aver) option, 5-27 
(Weite) Command, 6~5 


characters, 2<5 
x 


X (Tranafer) Command, 6-22 
XSS$SSSSS.LIB file, 6-23 


a 
2 (zero the parity bit) 


option, 5-27 
28K, 2-3 
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